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ABSTRACT

This report covers the state of the art of metal-removal opera-
tions for titanium and its alloys. It describes the methods currently
employed for conventional machining, grinding, electrolytic, and
chemical machining processes. The precautions which should be
taken to avoid troubles resulting from the characteristics typical of
titanium are pointed out. Ten machining, two grinding, two cutting,
and two unconventional metal-removal operations are discussed
separately. In other sections, the mechanics of chip-forming pro-
cesses, the response to machining variables, costs, and precautions
desirable from the standpoint of safety are discussed.
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PREFACE

This report on practices used for removing metal from titanium

and its alloys is intended to provide information useful to designers

and fabricators. The detailed recommendations are considered to
be reliable guides for selecting conditions, tools, and equipment

suitable for specific operations. The causes of common problems

are identified and precautions for avoiding them are mentioned.

The report summarizes information collected from equipment
manufacturers, technical publications, and reports on Government
contracts, and by interviews with engineers employed by major
aircraft companies. A total of 86 references, most of them cover-
ing the period since 1958, are cited. Detailed data available prior
to that time, mostly on unalloyed titanium, were covered by TML
Report No. 80 issued by the organization now known as the Defense
Metals Information Center. A large part of the more recent infor-
mation on alloyed titanium was collected on a program for the
Federal Aviation Agency. It appears in an abridged form in DMIC
Memorandum 199.
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TECHNICAL MEMORANDUM X-53312

MACHINING AND GRINDING OF TITANIUM AND ITS ALLOYS

SUMMARY

Problems in machining titanium originate from three basic
sources: high cutting, temperat,'res, chemical reactions with tools,
and a relativcly low modulus of elasticity. Unlike steel, titanium
does not form a built-up edge on tools, and this behavior accounts
for the characteristically good surface finishes obtained even at low
cutting speeds. Unfortunately, the lack of a built-up edge also in-
creases the abrading and alloying action of the thin chip which liter-
ally races over a small tool-chip contact area under high pressures.
This combination of characteristics and the relatively poor thermal
conductivity of titanium results in unusually high tool-tip
temperatures.

Titanium's strong chemical reactivity with tool materials at
high cutting temperatures and pressures promotes galling and tool
wear.

Mechanical problems result from titanium's relatively low
modulus of elasticity, half that of steel. The low modulus coupled
with high thrust forces required at the cutting edge can cause deflec-
tions in slender parts. Distortion of that kind creates additional
heat, because of friction between the tool and workpiece, and prob-
lems in meeting dimensional tolerances. Because of differences in
thermal and mechanical properties, titanium parts may "close in" on
steel drills, reamers, and taps.

These difficulties can be minimized by following recommenda-
tions given in the report. When proper techniques are employed,
machining of titanium is not an unusually difficult or hazardous op-
eration. Although fires and explosions may possibly occur when
finely divided titanium is improperly handled, simple precautions
insure safety.
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INTRODUCTION

Fifteen years ago titanium alloys were considered to be very
difficult to machine compared with common constructional materials
(Ref. 1). However, subsequent research and experience in machine
shops has progressively improved the situation. Generally speak-
ing, there have been no radical innovations; the steady improvement
has resulted from gradual refinements in tool materials, tool gecme-
tries, and cutting fluids. Current experience indicatLs that more
consistent machining results can be obtained with titanium than with
some grades of steel (Ref. 2). For instance, surface roughness
values as low as 20 to 30 microinch rms can be obtained on titanium
without much trouble (Refs. 3-5).

MACHINING BEHAVIOR

Machinists commonly assert that titanium machines like austen-
itic stainless steel. However, comparing titanium directly with
stainless steel seems justifiable only to the extent that both materials
produce a tough, stringy chip (Ref. I). The situation is different
from the viewpoint of feed (Ref. 6) and cut dcptl•. Austenitic stain-
less steel usually requires heavier feeds in order to penetrate the
uncut metal below a heavily strain-hardened skin. Conversely,
titanium, a material which does not strain harden as severely, does
not necessarily require heavy feeds. In fact, too! wear per unit
volume of metal removed increases with feed (Ref. 6).

The relative ease of metal removal for equal tool lives can be
expressed in terms of the machinability ratings of metals. In this
light, the machinability of unalloyed titanium does resemble that of
annealed austenitic stainless steel, while the titanium alloys would
be more comparable to 1/4-hard and 1/2-hard stainless steels.
Table I shows the approximate machinability ratings of titanium
alloys, stainless steel, and other alloys of interest to the aerospace
industry (Refs. 7,8).

Principles of Titanium Machining.

Chip Formation. Three physical processes occur
sequentially when a metal is machined. Initially, the metal at the
tool point is compressed; then the chip is formed by displacement or

2
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TABLE I. MACHINABILITY RA I I.N(IS OF HITANIUM AND ITS ALLOYS RELATIVE
TO OTI IER SELECTED MATERIALS(a)

Alloy Tý pe Condition(b) Rating(c)

2017 Alumintiri alloy T4 30
B1112 Resulfurized steel HR 100
1020 Carbon steel CD 70

4340 Alloy steel A 45
Titanium Commercially pure A 40
302 Stainless steel A 35
Ti-SAI-2.5Sn Titanium alloy A 30
Ti-8Mn Titanium alloy A 25
Ti-6AI-4V Titanium alloy A 22
Ti-SAI-1Mo-lV Titanium alloy A 22
Ti-GAI-6V-2Sn Titanium alloy A 20
Ti-6AI-.!V Titanium, alloy HT 18
Ti-1AI-6V-2Sn Titanium alloy HT 16
Ti-13V-l1Cr-3AI Titanium alloy A 16
Ti-13V-IlCr-3A1 Titanium alloy HT -12
11S25 Cobalt base A 10
RI ne. 41 Nickel base HT 6

(a) R, fs. 7,8.
(b) T4: Solution-ICat-treated and artificially aged condition

111R: ilot-rolled condition
A: Annealed condition
lIT: Solution-treated-and-aged condition
CD: Cold-drawn condition.

(c) Based on AISI B1112 steel as 100.

41
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deformation of metal along a very narrow shear plane extending from
the tool edge to the unmachined work surface; finally the chip flows
over the face of the tool under heavy pressure and high frictional re-
sistance (Refs. 9, 10). As the tool ploughs through the workpiece,
the shear plane moves to maintain a "'constant" shear angle (0 in Fig-
ure 1) throughout the entire cut (Ref. 11). The shear angle can
fluctuate with cutting conditions. For example, if chip friction
against the tool face increases, the shear angle will decrease, and
vice versa (Ref. Z).

The characteristically large shear angle producing a thin chip,
and the small tool-chip contact area constitute two of the three unique
cutting characteristics for titanium (Refs. 4,,13). Schematic draw-
ings of chips being formed for the same size cuL and tool angles in
titanium and steel are compared in Figure 1.

Tool Tool

Some cut r

The small shear angle shown for steel produces a long shear

plane and a thick chip. Conversely the larger shear angle for tEta-
nium produces a shorter shear plane (Ref. 9). The long thin chip
suffers less deformation (Ref. 12) and flows across the tool face at
a higher velocity for any particular surface speed (Ref. 4).
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The smaller contact area shown for titanium results in higher
unit pressures for the same cutting force. These higher pressures
coupled with the characteristically high-velocity chip generate more
heat on the tool-chip contact area (Refs. 4, 14). Other factors of
chip formation characteristic of titanium have been identified by
different investigators (Refs. 15-17).

Effects of Properties.

Thermal Properties. Almost all of the useful energy
expended in machining is converted into heat. The amount of heat
liberated depends on the tool forces, which are high during machin-
ing operations in difficult materials. The temperatures at the tool
point depend partly on the rate at which heat is generated at the tool
point and partly on the rate at which it is removed by the chip, the
cutting fluid, and by conduction through the tool.

The heat-transfer characteristics of a material depend on ther-
mal diffusivity,'which is a function of density, specific heat, and
thermal conductivity. Since titanium exhibits poor thermal diffusiv-
ity, as indicated in Table II, tool-chip interface temperatures are
higher than they would be when machining other metals at equal tool
stresses. The higher temperatures in the cutting zone lead to rapid
tool failure unless efficient cooling is provided by suitable cutting
fluids.

TABLE I1. PHYSICAL PROPERTIES AND RELATIVE HEAT-TRANSFER PROPERTIES OF
COMMERCIALLY PURE TITANIUM, 75ST ALUMINUM ALLOY. AND AISI 1020 STEEL

Commercially 7SST Age-Hardened AISI 1020
Property Pure Titanium Aluminum Steel

Density. p. lb/in. 3  0.163 0.101 0.290

Thermal Conductivity. k. 105 845 390
Btu/(ft 2 XhrXFXin. )

Specific Heat, 0.13 0.21 0. 117
Cp, Btu/(lbXF)

Volume Specific Heat, 0.021 0.021 0.031
p Co Btu/(in. 3 XF)

Thermal Diffusivity 4950 39.800 11,500

Chemical Reactivity. Titanium reacts with nearly all
metals and refractory materials, and this, of course, includes

5l



cutting tools (Ref. 14). Because of the high temperatures and pres-
sures developed during machining, an alloy is formed continuously
between the titanium chip and the tool mn'aterial. This alloy passes
off with the chip producing tool wear (Ref. 14). Titanium reactivity
shows up in another way. If the tool dwells in the cut, even momen-
tarily as in drilling, the cutting temperature will drop, causing the
chip to freeze to the tool. When cutting is resumed, the chip is re-
leased, leaving a layer of titanium on the cutting edge. This layer
then picks up additional titanium to form an "artificial" built-up
edge. This undesirable situation can be prevented by not permitting
the tool to dwell in the cut, or by dressing the tool to remove the
titanium layer before cutting is resumed.

Modulus of Elasticity. The stiffness of a part, which is
affected by the modulus of elasticity of the workpiece material, is ani
important consideration when designing fixtures and selecting ma-
chining conditions. This is one of the more important factors in
machining of titanium since the thrust force, which deflects the part
being machined, is considerably greater for this metal than fcr
steel (Ref. 4). Since the modulus of elasticity for titanium is only
about half that of steel, a titanium part may deflect several times as
much as a similar steel part during machining (Ref. 4).

GENERAL MACHINING REQUIREMENTS

The difficulties inherent in machining titanium can be minimized
considerably b, )roviding the proper cutting environment. The basic
requirements include rugged machine tools in good condition;
vibration-free, rigid setups; high-quality cutting tools; and suitable
speeds, feeds, and cutting fluids (Refs. 2,3,13,18).

Machine Tools. Machine tools used for machining opera-
tions on titanium need certain minimum characteristics to insure
rigid, vibration-free operation (Refs. 4,13,19). They are:

"* Dynamic balance of rotating elements

"* True running spindles

"• Snug bearings

"• Rigid frames

"* Wide speed/feed ranges

6



"* Ample power to maintain speed

"* Easy accessibility for maintenance.

Milling machines and lathes also should possess backlash elim-
ination and snug table gibs.

Vibration Effects. Vibration-free operation can be obtained
by eliminating excessive play in power transmissions, slides, or
screws of machine tools (Refs. 13, 18,19). Undersized or under-
powered machines should be avoided. Certain aisle locations of
machines near or adjacent to heavy traffic also can induce undesir-
able vibration and chatter during machining. Last, but not least,
insufficient cutter rigidity and improper tool geometry can contribute
to vibration (Refs. 13, 18, 19).

Rigidity Considerations. Rigidity is achieved by using stiff
tool-tool holder systems, and adequate clamps or fixtures to mini-
mize deflection of the workpiece and tool during machining.

In milling operations, large-diameter arbors with double arm
supports; short, strong tools; rigid holding fixtures; frequent clamp-
ing; and adequate support of thin walls and delicate workpieces are
desirable (Ref. 18).

Rigidity in turning is achieved by machining close to the spindle,
gripping the work firmly in the collet, using a short tool overhang,
and providing steady or follow rests for slender parts (Ref. 18).

Drilling, tapping, and reaming require short tools, positive
clamping, and backup plates on through holes (Refs. 2,13,18,19).

Cutting-Tool Requirements. High-quality cutting tools are
needed for all machining operations. They should be properly ground
and finished. The face of the tool should be smooth, and the cutting
edges sharp and free of burrs (Ref. 18).

Milling cutters, drills, and taps should be mounted to run true.
Lathe tools usually should cut on dead center. In a multiple-tooth
cutter like a mill or a drill, all teeth should cut the same amount of
material (Ref. 2).

Tool Materials. Carbide, cast alloy, and high-speed
steel cutting tools are used. The choice depends on seven bzasic
factors including:

7,



"* The condition of the machine tool

"* The over-all rigidity situation

"• The type of cut to be made

"* The surface condition of the titanium

"• The amount of metal to be removed

• The metal removal rate

* The skill of the operator.

Carbide tools require heavy-duty, amjly powered, vibration-
free machine tools and rigid tool-work setups to prevent chipping.
If these two basic conditions cannot be met, then high-speed steel
tools give better results.

Carbide Tools. Carbide cutting tools are normally
used for high-production items, extensive metal-removal opera-
tions, and scale removal. The so-called nonferrous or cast iron
grades of carbides are used for titanium. These have been identi-
fied as CISC Grades C-I to C-4 inclusive by the Carbide Industry
Standardization Committee. A partial list of companies producing
these grades of carbide cutting tools is given in Table III.

Although competitive brands of cutting tools classified as belong-
ing to the same grade are similar, they are not necessarily identical.
Variations in life should be expected from tools produced by different
manufacturers and between lots made by the same producer. For
this reason, some aircraft companies specify their own lists of
interchangeable carbide tools made by approved manufacturers.

High-Speed Steel. High-speed steel tools can be
used at low production rates. Tool life is low by ordinary standards.

Both the tungsten and molybdenum types of high-speed steel have
been used. The hot hardness of tungsten high-speed steels results
from a reluctance of the dissolved tungsten carbide in tempered
martensite to precipitate and coalesce at elevated temperatures, a
phenomenon which causes softening of hardened steel. Molybdenum
carLides, as found in molybdenum high-speed steel, dissolve more
readily in austenite than do tungsten carbides, and at lower solution
temperatures. However, molybdenum carbides show somewhat
greater tendencies to precipitate at tempering temperatures. Most

8



>1 Cl)

0- w

<~&&~ c->Di~ Ed

ca 4) )C

u 0 u

U ca
r.4 4~J > &J L~ a; m 3 qa . f O

4 -
Cd .. 4. 00 a u

00 mo mr m) ao00 m aý

CD,~
to~~ ~ ~ Cd1 :D u Q

0 td E) 4

u) r

W- c- -o 4C,4 MO ~ o~ V -" Cdl
7- .z

-- ' 40 ý4 UUUU i~~,I- u~ m
a4

40,~r_ ,00 a

Cd Cd

~c- 0 00 0 000 .,~

4. '-- U. U~.~ U. Z"'Uc

r- Cc -0 I

m -n - -m
Cd S Cd

-~~~~~c u * j*.*~** *'
I'> In, co- In 0 d""Da ~ - -~~

U~d 2  ~ -0

u u u u u U

F- - d Cl
A~~~~I In~4~ C " ' dC

"D m~ V rJ - ou Li- 0 w

flf~~, M. * C L.Cd...Cd C
U.. uu Cur d u



molybdenum high-speed steels utilize both tungsten and molybdenum
in suitable ratios to obtain the advahhtcges of both elements.

Cobalt is often added to both tungsten and molybdenum high-
speed steels to increase their red hardness above 1000 F. Ordinary
high-speed steels become too soft to :Lut effectively much in excess
of this temperature. Figure 2 shows this loss in hardness as tem-
perature rises. It also shows that the cobalt grades exhibit the best
hot-hardness values at temperatures above 850 F.

Certain precautiors must be observed when cobalt high-speed
steels are used. They are sensitive to checking and cracking from
abrupt temperature changes such as might occur during grinding.
Consequently, steps should be taken against any kind of sharp,
localized, overheating or sudden heating or cooling of these steels.
They are more brittle than cobalt-free high-speed steels, and hence
are not usually suitable for razor-edged quality tools. In addition,
precautions must be taken to protect cobalt high-speed steels from
excessive shock and vibration in service.

Table IV shows the wide choice of compositions of high-speed
steels available to the tool engineer. There is little difference in
properties between the molybdcnum and tungsten types of high-speed
steel. Although each group has its supporters, *extensive laboratory
and production comparisons of comparable grades of the two types
have not consistently established any outstanding superiority for
either group.

Cast Alloy. Cast cobalt-chromium-tungsten alloys
are used for metal cutting at speeds interinediate between carbide
and high-speed steel. The three main constituents of these alloys,
cobalt, chromium, and tungsten, are combined in various propor-
tions to produce different grades, as shown in Table V.

Cutting Speed. Gutting speed is the must critical variable
affecting metal-removal operations on titanium. Cuttng speed has a
pronounced effect on the tool-chip temperature as shown in Figure 3.
Since excessive speeds cause overheating and poor tool life, cutting
speeds should be limited to relatively low levels unless the cutting
site is properly cooled (Refs. 4,6, 13). Rotating cutters or work-
pieces should be at the desired speed when cutting starts.

10
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TABLE IV. TOOL-MATEIUIAL GUIDE FOR HIGH-SPEED STEELS(a)

AISI Comrosition, weight rer cent
Group Code(b) Tungsten Chromium V.anadium Cobalt Molybdenum

Tungsten T-1 18 4 1 ..
T-4 18 4 1 5
T-5 18.5 4 1.75 8 --

T-6 20 4 2 12 --

T-8 14 4 2 5
T-15 14 4 6 5 --

Molybdenum M-1 1.5 4 1 -- 8
M-2 6 4 2 -5 6
M-10 -- 4 2 -- 8
M-3 6 4 2.75 -- 5
M-3, Type 1 6.25 4 2.50 -- 5.70
M-3. Type 2 5.6 4 3.3 -- 5.50
M-4 5.50 4 4 -- 4.50
M-6 4 4 1.5 12 5
M-7 1.75 3.75 2 -- 8.75

M-30 2 4 1.25 5 8
M-33 1.75 3.75 1 8.25 9.25
M-15 6.5 4 5 5 3.5
M-34 2 4 2 8 8
M-35 6 4 2 5 5
M-36 6 4 2 8 5
M-41 6.25 4.25 2 5 3.75
M-42 1.5 3.75 1.15 8 9.5
M-43 1.75 3.75 2 8.25 8.75
M-44 5.25 4.25 2.25 12 6.25

(a) Data from Metals Handbook, Eighth Edition, American Society for Metals (1961), p 672.
For commercial listings, reference can be made to "A Guide to Tool Steels and Carbides",
Steel (April 21, 1958). Cleveland 13, Ohio; or to "Directory of Tool, Die Steels and

Sia~tered Carbides", Twenty-Seventh Edition (1959), The Iron Age, Philadelphia 39,
Pennsylvania.

(b) When greater than average red hardness is needed, cobalt-containing grades are recommended.
So-called parallel grades in the molybdenum and tungsten groups aze not necessarily compar-
able. For example, special-purpose steels such as T-6, T-8, T-15, and M-6. M-35, and
M-36 seem to have no close counterparts in the opposite group. The unique compositions and

properties of these steels often suit them to certain applications without competition.
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TABLE V. TOCL-MATERIAL GUIDE FOR CAST ALLOYS

Composition, per cent Hardness,
Co Cr W C Ni Fe Ta B Others RC

Stellite 1 9 (a) 50.6 31 10.5 1.9 -- 3.0 max .. .. 3.0 55

Stellite 3 (b) 46.5 30.5 12.5 2.45 3.0 max 3.0 max .. ..- 2.0 60

Tantung G(c) 46 28 16 2.0 -- 2.0 5 0.2 2.0 --

Sellite Star-J(d) 40.,5 32 17 2.5 2.5 max 3.0 max -- 2.5 61

Stellite 98M2(e) 37.5 30 18.5 2 3.5 2.5 max . . 6 63

(a) Possesses the highest resistance to shock loading or intermittent-cutting effect, but the lowest
red hardness of the stellites listed.

(b) Possetses higher hardness, but lower impact strength than Stellite 19. If Steflite 3 can handle
the shock conditions c& cutting, it is prefcrable to Stellite 19.

(c) A good compromise of hardness and shock resistance.
(d) Among the stellites, the hardness of Star-j is second only to 98M2. It should machine metal

faster than Stellltes 3 and 19 under moderate impact conditions. Stellite Star-i is suitable for
milling cast iron.

(e) Possesses the highest hardness of all stellites, but only fair impact strength.

13
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YIGURE 3. EFFECT OF CUTTING SPEED ON CUTTING
TEMPERATURE FOR CARBIDE AND
HIGH-SPEED STEEL

Feed. All machining operations on titanium require a posi-
tive, uniform feed. The cutting tool should never dwell or ride in
the cut without removing metal (Refs. 4,13). As an added precau-
tion, all cutters should be retracted when they are returned across
the work (Ref. 18).

Cutting Fluids (Ref. 8). Cutting fluids are used on titanium
to increase tool life, to improve surface finish, to minimize welding
of titanium to the tool, and to reduce residual stresses in the part.
Soluble oil-water emulsions, water-soluble waxes, and chemical
coolants are usually employed at the higher cutting speeds where
cooling is important. Low-viscosity sulfurized oils, chlorinated
oils, and sufochlorinated oils are used at lower cutting speeds to
reduce tool-chip friction and to minimize welding to the tool. These
cutting fluids have been identified as follows for use in some of the
subsequent machining tables:

14



Fluid Code Number Cutting Fluid Type

I Soluble oil-water emulsion (1:10)
2 Water-soluble waxes
3 Chemical coolants (synthetics; barium

hydroxide, etc. )
4 Highly chlorinated oil
5 Sulfurized oil
6 Chlorinated oil
7 Sulfochlorinated oil
8 Rust-inhibitor types (like nitrite amine)
9 Heavy-duty soluble oil (a chlorinated

extreme pressure additive type)

Although chlorinated oils are being used in some cases on tita-
nium and its alloys, they should be avoided if nonchlorinated fluids
satisfy the machining requirements (Ref. 8). Residual chloride from
these fluids may lead to possible stress-corrosion cracking of parts
in service. When chlorinated fluids are used on titanium, the resi-
dues must be removed promptly with a nonchlorinated degreaser like
methyl ethyl ketone (MEK). Fundamentally, it is always good prac-
tice to remove all cutting-fluid or lubricant residues from work-
pieces, especially before any heating operation.

SCRAP PREVENTION (REF. Z)

Since titanium is a relatively expensive metal, every effort
should be made to avoid waste. Table VI illustrates the common
sources of scrap and their importance in different machining opera-
tions, and suggests ways of preventing scrap.

Any scrap-prevention program requires emphasis on following
the basic recommendations for machining titanium stated previously.
In addition to using those practices, parts should be handled and
transported with reasonable care. Nicks and scratches must be
avoided, both on parts in process and on finished parts. Suitable
containers or paper separators should be used for parts in process
to prevent damage in handling and storage.

The machining and grinding of titanium normally require closer
supervision than do operations on other metals, not only to prevent
scrap, but also to detect defective parts early in the processing
schedule.
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HAZARD AND HEALTH CONSIDERATIONS (REFS. 20-22)

Some potential fire and explosion hazards are associated with
machiaiing and grinding operations for titanium. However, no con-
firmed adverse physiological reactions have been attributed to tita-
nium in this country (Ref. 22).

From the standpoint of fire and explosion, titanium chips and
dust under certain conditions can be hazardous (Ref. 22). The fol-
lowing comments illustrate this situation:

"* Fine chips from sawing and filing operations and turnings
from fine finishing cuts can be ignited with a match, and
will continue to burn after the heat source is removed
(Refs. 20,21). Heavy chips and coarse turnings present
only a slight fire hazard (Refs. 20,23).

"* Occasionally, titanium turnings may ignite when the metal
is cut at high speeds without the adequate use of a proper
coolant (Ref. 22). The situation is similar when titanium
is ground dry because of the intense spark stream (Ref. 22).

"* Very finely divided titanium dispersed in air in proper
proportions can create an explosion hazard (Ref. 21).

"* The explosion hazards of titanium, according to the U. S.
Bureau of Mines, may exceed that of finely divided mag-
nesiumn (Refs. 21,24).

In regard to health considerations, a number of investigators
have demonstrated experimentally that titanium is not toxic
(Refs. 25-28). In fact, its physiological inertness, corrosion re-
sistance, lightness, and low modulus of elasticity suggest uses in
orthopedic surgery (Ref. 29). However barium compounds like
barium hydroxide when used as cutting fluids for titanium may be
hazardous to personnel unless suitable precautions are taken to
protect machine operators. Barium compounds may possess both
acute and chronic toxicity if inhaled at high concentrations. Con-
sequently positive measures must be taken to exhaust all fumes and
mist from the machining area. The recommended maximum atmo-
spheric concentration per 8-hour day is 0. 5 milligram per cubic
meter of air (Refs. 7,88).
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SAFETY PROCEDURES

Safety procedures are concerned with both preventive and
emergency measures.

Preventive measures generally mean that good housekeeping
practices must be maintained at all times (Refs. 20-22,24). Spe-
cifically they, involve the following:

o Regular chip collection, and storage in covered contain-
ers (once a day)

o Removal of containers when one-half full to an outside
location

* Keeping machine ducts and working area clean of tita-
nium dust, chips, and oil-soaked sludge

o Cleaning area and equipment of all oil and grease, and
removal of rags and waste subject to spontaneous
combustion.

If a fire starts, it should be smothered by using dry powders
developed for combustible metal fires (Refs. 2i-23,25). These
include graphite powder, powdered limestone, absolutely dry sand
(Refs. 21,23,25), and dry compound extinguisher powder (Refs. 21,
23,25) for magnesium fires.

Carbon tetrachloride or carbon dioxide extinguishers should not
be used (Refs. Z1-23,25).

Water or foam should never be applied directly to a titanium
fire. Water accelerates the burning rate and may cause hydrogen
explosions (Refs. 20,25). However, water can be applied to the
surrounding area up to the edges of the fire to cool the unignited
material below the ignition point (Refs. 20,25).

COST COMPARISONS

Very little comparative information on machining costs is avail-
able from fabricators experienced in machining both titanium and
aluminum. Coqt ratios assignable to materials are difficult to estab-
lish and vary between machining operations (Ref. 30).
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Machining titanium usually takes more time than machining con-
ventional materials because lower machining speeds and feeds are
needed (Ref. 7). On the basis of equal volumes of metal removed,
different machining operations performed on Ti-8AI-lMo-IV prob-
ably will require an over-all range of 1. 2 to 3. 5 times tie number
of man-hours needed for a similar aluminum part (Ref. 7). Specific
ratios of different machining operations are shown in Table VII.

TABLE VIl. ESTIMATED DIRECT-LABOR-1IOUR RATIOS(a) FOR MACHINING SIMILAR
TITANIUM(b) AND ALUMINUM(c) AIRFRAME DETAILS(d) (REF. 7)

Machining Titanium to Aluminum Man-Hour Ratios(e)
Operation Probable Minimum Maximum

Turning 1.7 to 1 1 to 1 3 to 1
Drilling 2.6 to 1 1.3 to 1 2.7 to 1
End milling 2.7 to 1 2 to 1 3.3 to 1
Straight milling 1.2 to 1 1.1 to 1 2 to 1
Profile milling 1. 6 to 1 1.5 to 1 1.8 to 1
Hole preparation 3, 5 to 1 2 to 1 4.5 to 1
Over-all machining 2.7 to 1 1. 5 to 1 3.5 to 1

(a) Machining, and setup times expected in 1970-1975.

(b) Ti-SAI-1lo-1V.
(c) 2000 and 7000 series aluminum alloys in 1964-1965.
(d) A production of 100 airframes is assumed.
(e) Ratios do not reflect the rates of imnprovement that could occur for aluminum

by 1970-1975.

These ratios are not necessarily valid where a titanium part of
one design is substituted for an aluminum part of another design to
perform the same function, at a savings in weight. Furthermore,
while these ratios reflect possible improvements in metal-removal

rates for titanium by 1970, they do not reflect similar improvements
in machining aluminum parts (Ref. 7). Nevertheless, they can be
helpful in extrapolating the extensive experience, information, and
data available on machining aluminum parts in order to estimate
probable costs of future titanium parts. Before these ratios can be
converted to labor costs, however, items such as complexity factors

and learning curves should be taken into consideration (Ref. 7).

Generally speaking, experience in machining titanium does not
appear to be extensive enough to permit precise titanium/alur.-inumir
cost ratios. Estimates, however, have been made. A summary of
estimates on comparative machining costs collected from several
shops experienced in machining is shown in the following tabulation
(Ref. 30).
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Cost of Machining

Process Titanium Versus Aluminum

Turning I to 3:1
End milling 2:1
Straight milling 1.2 to 4:1
Drilling 2. 5:1
Routing and sawing 4 to 6:1

MILLING-TYPE OPERATIONS

Introduction. Milling is an intermittent cutting operation
which can be difficult to control because of the large number of vari-
ables involved (Ref. 31). Welding, edge chipping, and subsequent
tool failure are the basic problems (Refs. 3,13). Additional prob-
lems include heat, deflection, abrasion, and distortion.

The amount of titanium smeared on cutter edges by welding is
proportional to the thickness of the chip as it leaves the cut. The
welded-on metal and a small part of the underlying edge of the tool
later chips off when the tooth re-enters the cut. This starts the
wearland. Welding and chipping continue to cause gradual wear until
the tool fails suddenly (Ref. 18). As the tool wears, the surface
finish deteriorates, and it soon becomes more difficult to control
dimensions.

Gradual tool wear can be minimized by climb milling (Refs. 4,
32.,33). This practice results in a shorter tool path and a thinner
chip when the tooth leaves the workpiece. Both factors reduce the
amount of metal adhering to the cutting edge, and wear from that
scarce. Slower speeds and smaller feeds minimize chipping caused
by impact and lower the cutting temperature.

The presence of oxides or contaminated layers on titanium can
cause localized wear or notching of the tools at the depth-of-cut line.
Etching the workpiece in a suitable acid mixture will alleviate
abrasion of this kind.

.ome problems result from the deflection of thin parts or slender
milling cutters (Ref. 18) and the distortion of workpieces accompany-
ing the mechanical relief of residual stresses (Ref. 32). In the latter
case, thermal-stress-relieving treatments in fixtures prior to ma-
chining is desirable.
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In spite of the potential difficulties mentioned, milling opera-
tions produce titanium parts to aircraft standards of finish and accu-
racy at production rates comparable to those attained on aircraft
constractional steel (Ref. 32). A surface finish of 63 microinch or
better is readily achieved and finishes as good as 17 microinch are
possible in finishing cuts (Ref. 32).

Basic Milling Operations. Milling operations can employ
either the face or peripheral milling approach. Face-milling opera-
tions employ the combined action of cutting edges located or. the
periphery and face of the cutter. The milled surface is generally at
right angles to the cutter axis, and is flat except when milling to a
shoulder. Face mills and end mills r.!present the tools used in this
operation.

In peripheral or arbor millin.g the cutting teeth are located on the
perimeter of the cutter body. The types of arbor-mounted cutters
used include plain mills, helical mills, slab mills, side mills, and
slotting cutters.

Face mills produce flat surfaces more efficiently and accurately
than plain milling cutters do. Faster feed rates are also possible
with face mills because they are more rugged. In addition, the
complicated supports usually required for arbor-munted cutters are
unnecessary when face mills are used. Face milling is preferred
whenever it is practical.

Machine Tool Requirements. Heavy-duty milling machines
produce the best results in milling titanium (Ref. 32). Horizontal or
vertical knee-and-column milling machines, as well as fixed-bed
milling machines, are used on various face- and end-milling opera-
tions. Numerically controlled or tracer controlled milling machines
are used for profile- and pocket-milling operations.

Generally speaking, 10 to 15 horsepower is usually sufficient for
milling titanium. This means, for example, a Number 2 heavy-duty
or a Number 3 standard knee-and-column milling machine. However,
the machines needed to accommodate large parts may have as much
as 25 to 50 horsepower available (Ref. 34).

Milling Cutters. The choice of the milling cutter depends oi
the type of machining to be done (Refs. 7,8). Face mills, plain
milling cutters, and slab mills are usually selected for milling plane
surfaces. End mills are suitable for light operations such as
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profiling and slotting (Ref. 35). Form cutterb and gang-milling
cutters are used for shaped cuts. Helical cutters are preferred be-
cause they promote a smoother cutting action. The use of the
smallest-diameter cutter with the largest number of teeth without
sacrificing necessary chip space minimizes chatter and deflection
(Refs. 2,36). All cutters, however, need adequate body and tooth
sections to withstand the cutting loids developed in th" particular

machining operation.

Cutter Design. Tool angles of a milling cutter should
be chosen to facilitate chip flow and immediate ejection of the chip.
7he• controlling angles are the axial rake, radial rake, and corner

ar, ;les.

Rake Angles. Rake angles are not especially criti-
cal (Refs. 3, l 3, 36). Bostr,n (Ref. 4) indicates in his report that
radial rake angles between +7 and -7 degrees should give the most

consistent performance (Ref. 4) for carbide tools. Other investi-
gators have reported that tool life progressively improves as the
radial rake is reduced from +6 to 0 degrees and down to -10 degrees

(Ref. 13).

Positive rake angles are generally used on high-speed steel
cutters, but occasionally it is necessary to reduce the rake to zero
to overcome a tendency for the cutter to "dig-in", or to chip prema-
turely. K-lands are practical for reducing rake angles (Ref. 18).

Inclination Angle. The axial-radial rake-angle
combination should be balanced with the corner- angle to produce a
positive angle of inclination. Positive inclination angles lift the chip
up and away from the machined surface and thus prevent scratching
(Ref. 11). Angles of inclination (as well as true rake) can be deter-
mined from the intersection of an axial rake/radial rake line with a
given corner angle on the nomographs shown in Figure 4. The angles
involved are 0 degrees axial rake, -10 degrees radial rake, and a
30-degree corner angle.

Corner Angle. The use of a corner angle not only
encoulrages positive angles of inclination but also provides a longer
cutting edge to distribute cutting forces over a greater area (Refs. 13,
36). This results in lower citting pressures and tcrnperatures and
less smearing (Refs. 4,13).
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A 30 to 45-degree chamfer also produces a longer cutting edge
and a wider, thinner chip. However, a corner angle is more effec-
tive than a chamfer (Ref. 3).

Relief Angles. Relief angles are probably the most
critical of all tool angles when milling titanium (Ref. 8). Generally,
relief angles of less than 10 degrees lead to excessive smearing along
the tool flank, while angles greater than 15 degrees weaken the tool
and encourage "digging in" and chipping of the cutting edge (Refs. 2,
13,18,36). At lower speeds, relief angles of around 12 degrees give
longer tool life than do the standard relief angles of 6 or 7 degrees
(Ref. 4). If chipping occurs, the 12-degree angles should be reduced
toward the standard values.

Tool Quality. All cutters should be ground to run ab-
solutely true (Refs. 2,4) to make certain that all teeth are cutting the

same amount of material (Ref. 2). The total run out should not ex-
ceed 0. 001-inch total indicator reading (TIR).

Tool Materials. The choice of the proper tool material
is not a simple matter in milling, and depends on the various factors
already described on page 8. Carbide and high-speed steel cutters
are normally used.

Carbide. Carbide milling is recommended whenever
possible for large lots, high-production rates, or extensive metal-
removal operations, particularly in face-milling and slab-milling
applications (Refs. 31,32). However, carbide cutters should not be
used if a machine tool is not in good condition, or if a setup cannot
be made rigid enough (Ref. 36). High-speed steel tools should be
used instead.

High-Speed Steel. High-speed steel cutters are popular
mainly because of their ready availability. The T4 and T5 cobalt
grades are used for high-production milling of small parts, whereas
the regular Tl, T2, and Ml grades are suitable for low-production
milling. High-speed steel can be used under conditions of insufficient
rigidity, as well as for slots and formed cuts.

Tool life of high-speed steel cutters is low and quite sensitive to
cutting speed when milling titanium. Furthermore, high-speed
steels fail almost immediately when they encounter surface oxides or
scale.
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Some differences in the performance of high-speed steel cutters
may exist between cutters of the same type and geometry supplied by
different manufacturers. This difference can be attributed to the
geometry, composition, and/or heat treatment of the tool. Hence,,

purchasing specifications should cover both the grade and the heat
treatment of the steel (Ref. 31).

Setup Conditions. Fixtures should hold and support the
workpiece as close to the machine table as possible. The solid part
of the fixture (rather than the clamps) should absorb the cutting forces
(Ref. 19). Fixtures should be rugged enough to minimize distortion
and vibration.

The selection of speeds, feeds, and depth of cut in any setup
should take into account the rigidity of the setup, the optimum metal-
removal rate/tool life values, and the surface finish and tolerances
needed on the finished part.

Cutting Speed. Cutting speed is a very critical factor in
milling titanium. When starting a new job, it is advisable to use a
cutting speed in the lower portion of speed ranges suggested in
Tables 8 through 11 (Refs. 4,13).

Sufficient flywheel-assisted spindle power should be available to
prevent loss in cutting speed as the cutter takes the cutting load
(Ref. 19).

Feed. Feed rates for milling titanium are usually .im-
ited to the range of 0. 002 to 0. 008 inch per tooth (ipt) to avoid over-
loading the cutters, fixtures, and milling machine. Lighter feeds
reduce the tool/chip contact area, thereby reducing thc incidence of
welding and premature chipping (Refs. 2,4,36). Delicate types of
cutters and flimsy or nonrigid workpieces also require lighter feeds
(Ref. 31).

It is important to maintain a positive feed. Cutters must not
dwell or stop in the cut for reasons stated on page 6. Climb milling
is preferred for carbide and cast alloy tools except for scale-
removal operations (Ref. 32). Conventional milling is more suitable
for high-speed steel tools and for removing scale (Ref. 33).

Depth of Cut. The selection of cut depth depends on
setup rigidity, part rigidity, the dimensions and tolerances required,
and the type of milling operation undertaken. For skin-milling
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operations, light cuts (0. 010 to 0. 020 inch) seem to cause less warp-
ing than deeper cuts (0. 04 to 0. 06 inch) (Ref. 29). When cleaning up
and sizing extru'sions, a 0.05-inch depth is usually allowed (Ref. 32).
Depths of cut of up to 0. 15 inch can be used, however, if sufficient
power is available (Ref. 4). When forging scale is present, the nose
of each tooth must be kept below the hard skin to avoid rapid tool
wear.

Cutting Fluids (Ref. 2). A wide variety ot cutting fluids
are used to reduce cutting temperatures aiid to inhibit galling. S0l-
furized mineral oils are used extensively and are usually flood
applied. Water-base cutting fluids are also widely used and are
either flood or mist applied. Tool life seems to be significantly im-
proved when a 5 per cent barium hydroxide-water solution is used as
a spray mist. However, it seems advisable to exhaust the fumes
from the cutting area to protect the operator (Ref. 37) as pointed out
on page 17.

Good tool life can be obtained by using the spray-mist technique
for all water-base coolants. The mist should be applied ahead of a
peripheral milling cutter (climb cutting), and at both the entrance and
exit of a face-milling-type cutter. Pressurizing the fluid in an
aspirator system permits better penetration to the tool-chip area,
better cooling, better chip removal, and better tool life by a factor
of two (Ref. 37). With flood coolant, the chips tend to accumulate
behind the cutter, and are occasionally carried through the cutter.

There are a number of proprietary fluids in each category that
are producing excellent results.

General Supervision. Titanium -milling operations require
reasonably close supervision. The supervisor should check all new
milling setups before operations begin. Thereafter, he should spot-
check for nicks and scratches to prevent potentially defective parts
from being processed too far.

Milling cutters should be kept sharp (Refs. 2,18,32). Hence,
they should be examined for early indications of dulling When chips
start to exhibit a dull-red color, the tool should be replaced imnmedi-
ately. Some companies recommend having at least two cutters avail-
able in case replacement is necessary for a given operation. Mini-
mum downtime usually occurs when the entire cutter is replaced by a
new one, rather than by waiting for a dull cutter to be resharpened.
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The normal criterion of wear for replacing a cutter is consid-
ered to be a wearland of 0.010 inch (Ref. 32) for a carbidc cutter and
0. 015 inch for a high-speed steel cutter.

Face Milling. Face mills of normal design are used for
milling relatively wide flat surfaces, osually wider than 5 inches
(Ref. 35). Special face mills are also used and include the rotating
insert and conical types (Refs. 37, 39).

Diameters of face mills are important. They should be as wide
as but not appreciably wider than the width of the cut (Refs. 2, 13).
If a smaller-diameter cutter can perform a given operation and still
overhand the cut by 10 per cent, then a larger cutter shoold not be
used. Conversely, it is not good practice to bury the cutter in the
work (Ref. 13).

Face mills and shell-end mills range from 1 to 6 inches in
diameter. Face mills are also available in diameters greater than
6 inches. A good surface finish and freedom from distortion are
desirable qualities when machining wide surface like sheets. Surface
finish, in the case of milling, improves significantly with decreasing
feed btit only slightly with increasing speed.

Table VIII contains typical data on feeds, speeds, depths of cut,
and tool design. Figure 5 explains the tool-angle nomenclature and V
codes used.

End Milling. rtnd milling, a type of face-milling o.)eration,
utilizes the cUtting action of teeth on the circumferential surface and
one end of a solid-type cutter (Ref. i5). End-milling cutters are
used for facing, profiling, and end-milling operations; and include
the standard end mills and two-lir3 end or slotting mills (Ref. 35).
Chip crowding, chip disposal, and tool deflection are possible prob- V
lems in some end-milling operations.

Due to an inherent lack of rigidity, end mills should be as short
as practical (Ref. 18), and their shank diameter should equal their
cutting diameters. The proper combinations of hand of helix and
hand of cut should be considered to avoid deflection of the cutter in
the direction of an increasing depth of cut (Ref. 35).

When milling slots where the end of the cutter is in contact with
the work, the hand of the helix and the hand of the cut should be the
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End clearanc~.. Axial rake (AR)

Waos)

Radial rake (RR)

End-cutting-
edgeangle

(EC EA)

Peripherol-clearance Tooth point Corner angle (CA)

A- 51215

Tool Angles, degrees, Tool Geometr Code
and Nose Radius, inch A B C D E F G H

Axial Rake 0 0 0(to +10) +6 to -6 +10 (to 0) 0 to +10 0 to +6 .15

RadialRake 0(to+10) 0(to-10) 0 0to-14 0(to+10) 0to+10 0to +14 0

End Relief 12 12 10 6 to 12 10 10 to 12 6 to 12 12

Peripheral Relief 12 12 10 6 to 12 10 10 to 12 6 to 12 12

End-Cutting Edge 6 (to 12) 12 (tn 9) 10 6 to 12 6 to 10 6 to 10 6 to 12

Corner 30 30 45 0 to 45 45 30 to 45 30

Nose Radius 0.04 0.04 0.04 0.04 0.04 0.04 0.04

*No data.

FIGURE 5. TOOL GEOMETRY DATA FOR FACE MILLS
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same. This means a right-hand helix for a right-hand cut, or a left-
hand helix for a left-hand cut (Ref. 35).

When profile milling, where the perip)hery of the cutter is doing
the cutting, the opposite is true - i.e. , left-hand helix for a right-
hand cut and vice versa (Ref. 35).

Cutter diameter in profile or poc.ket milling depends on the
radius needed on the pockets.

High-speed steel cutters are normally used for end-milling and
profile-milling operations. Helical-style cutters give better per-
formance than the straight-tooth -1esigns do. The shank of end mills
should be somewhat softer than the cutter flutes to avoid breakage
between shank and flutes (Ref. 40).

Tables IX and X provide machining data for end-milling, profile-
milling, and slotting operations. Figure 6 illustrates the tool nomen-
clature and codes used.

Slab or Spar Milling. Slab milling is used to improve the
tolerances and surface finish on extrusions. The operation is usually
done on a heavy-duty, fixed-bed mill.

Sections that are relatively long and thin (like spars) require
special considerations (Ref. 32). In the first place, as-received
extrusions may need straightening before machining, since extru-
sion straightness tolerances exceed mill-fixture and part tolerances
(Ref. 32). Spars should not be forced into a fixture (Ref. 32). Spars
may be straightened mechanically if the distortion is not too severe
(Ref. 32). Otherwise they should be hot straightened in fixtures.
This may include aging in fixtures at 1000 F (4 hours) for Ti-6AI-4V
(Ref. 32).

Rigid setups are necessary. Arbor-mounted cutters require
arbors of the largest possible diameter (Ref. 18). The arbor should
have just the proper length required for the number of cutters
mo,unted and the arbor support employed (Ref. 35). Arbor overhang
beyond the outer support should be avoided since it is conduci~e to
chatter and vibration (Ref. 35).

Gutters should be mounted as close to the column face of the
milling machine as the work will permit (Ref. 35). The cutters of
opposite hand to the cut should be used so that the cutting forces will
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CorneranglePeripherlCornerangleclearance

Helix~ angle

End
clearance

End -cutting -edge angle (ECEA)
A - 519216

tTool Angles, degrees. Tool Geometry Code
and NosC Radims, inch A Bl C D E F G

; flix 30 413 30 30 15 30 30

Radial Rake 10 10 10 10 0 0Oto +4 0

End Clearance 0 1.5 5 12

Periplieral Clearance 5 4 to 1.5 *5 12 6 10

Eiid-Cutting Edge 3 03 3 0 0

Corner S 0 45 x0. 040 .13 x0.060 45 x0. 04 0 0

Nose Radiius 00e05 5

*No data.

FIGURE 6. TOOL GEOMETRY DATA FOR END MILLS
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be absorbed by the spindle of the machine (Ref. 35). This is ac-
complished by using cutters with a left-hand helix for a right-hand
cut, and vice versa (Ref. 35). The effective force involved will
press the cutter and arbor against the spindle, holding them in posi-
tion, thus providing a more rigid setup (Ref. 35). When two milling
cutters are used end to end on the arbor, both right-hand and left-
hand helices should be used. This setup neutralizes the cutting
forces which tend to push the cutters away from the work (Ref. 35).

Carbide cutters are preferred for spar milling because of the
higher production rates attainable. Helical-style cutters are rec-
ommended since they pre:vide wider and thinner chips than do the
corresponding straight-tooth types. In slab milling, cutters with six
cutting edges per inch of diameter permit heavier feeds and longer
tool lives than the conventional cutter with three cutting edges per
inch (Ref. 37).

Table XI gives machining data used for various slab-milling
operations.

TURNING AND BORING

Introduction. Turning, facing, and boring operations on
titanium are essentially the same, and no difficdlty is experienced
with any of them. They give less trouble than milling, especially
when cutting is continuous rather than intermittent. The same speeds
used for turning can be used for boring and facing cuts. However,
in mo.;t cases, the depths of cut and feeds will have to be reduced for
boring because of an inherent lack of rigidity of the operation
(Ref. 31).

Machine-Tool Requirements. In addition to the machine-
tool requirements set forth on pages 6 and 7, it is very important
that the proper cutting speed for titanium is available at th,! machine.
In general, the over-all range of spindle speeds available on many of
the existing lathes is not broad enough to cover some of the lower
speeds needed for titanium.

Modern lathes should have either a variable-speed drive for the
spindle or the spindle gear train should have a geometric progression
of 1. 2 or less in order to provide speed steps of 20 1,er cent or less
for more precise speed selections (Ref. 34).
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The trend in new lathes is toward variable-speed drives. Rigid-
ity, dimensional accuracy. rapid indexing of tools, and flexibility
are additional features which are being emphasized (Ref. 34).

The application of numerical control in turning is rapidly
spreading. On lathes equipped with tracer or numerical.control,
variable-speed and feed features are being added so that the speed
and feed can be optimized during contouring operations (Ref. 34).

Lathes with 10-horsepower ratings should be ample for most
turning operations. Workpieces ranging between I inch and 10 inches
in diameter can be turned on a standard or heavy-duty 1610 engine
lathe.* These lathes have a range of spindle speeds that almost
meet the requirements previously described (Ref. 34).

A modern lathe in good condition provides production rates of
five to ten times the rates possible with older machines. Vibration
and lack of rigidity are common problems in older equipment (Ref. 7).

Gutting Tools. Standard lathe tools are used for turning
titanium. These are available in a variety of shapes, sizes, tool
angles, and tool materials. High-speed steel, carbide, and cast-
alloy tools can be used on titanium (Refs. 7,8). In all cases, a mini-
mum of overhang should be used to avoid tool deflection (Ref. 2).

Tool Design. Figure 7 defines the term, used to de-
scribe the geometry of single-point cutting tools. Tool angles are
important for controlling chip flow, minimum smearing or chipping,
and maximum heat dissipation. The rake angles and the side-cutting-
edge angle determine the angle of inclination and chip flow. Relief
angles, together with the rake angles, control chipping and smearing.
The side-cu~tting-edge angle influences the cutting temperature by
controlling the tool-chip contact area. Different tool designs rec-
ommended for turning and boring titanium under various conditions
are also shown in Figure 7.

Positive, zero, or negative rake angles can be used, depending
on the alloy and its heat-treated condition, the tool material, and the
machining operation. The side rake is the important argle (Ref. 4).
Positive rakes are best for finish turning and high-speed-steel tools.
Negative rakes are usually used for carbide tools at heavier feeds
(0.015 ipr) (Refs. 2,4,7,8).

"1010 oi the lathc indu'try J, ip.ot,•h on 16-in(h swin6 ov r b d and 1u-inch swing over cross slide
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Side ..rake angle

n-Side-tcuttnge-edee anagne
E )C n(SCEA)

A K ..... Clearance or end relief angle
Axis

A -51217

Tool Angles.
degrees, and
Nose Raditis, Tool Geometry Code

Inch A B C D E F G 1

Back Rake -5 +5 te -5 +5 to -5 u 0 0 to +5 0 to +10 +6 to +10 +5to+15

Side Rake -5 +6 to0 +5 5or 6 15 +5 to +15 0 to 10 0 to +15 ÷10to+20

0 to -6

Eind Relief 5 5 - 10 8 - 10 5 5 5 - 7 6 - 8 6 - 10 5 - 8

Side Relief 5 5 - 10 8 - 10 5 5 5 - 7 6 - 8 6 - 10 5 - 8

End-Ciattig 15 - 45 6- 15 5 - 10 15 or 3 10 to 15 5 - 7 5 - 10 5 - 15 5 - 15

Edge

Side-Cutting 15 - 43 5 - i20 0 - 45 15 15to45 15 20 0- 30 0-45 0- 30

Edge (Lead)

Nose Radius 1/32 - 3/14 03 -04 03 -04 3/64 3/Cl 02 -03 03 - 04 01 -06

FIGURE 7. TOOL GEOMETRY NOMENCLATURE AND DATA
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Relief angles of between 5 and 12 degrees can be used on tita-
nium. Angles of less than 5 degrees encourage smearing on the flank
of the tool. Relief angles around 10 degrees are better in this re-
gard, although some chipping may occur (Refs. 2,7,8).

Larger side-cutting-edge angles and their longer cutting edges
reduce cutting temperatures and pressures. These reductions per-
mit greater feeds and speeds for equiValent tool life, unless chipping
occurs a§ the cutting load is applied and relieved (Refs. 2,7,8).

The use of a chip breaker is recommended for good chip con-
trol. The long stringy chip obtained on lathe-turning operations is
difficult to remove from the machine ind to keelp clear of the work
(Ref. 31).

Tool Quality. Cutting tools should be carefully ground
and finished before use. Normally the direction of finishing -n the
chip-bearing surfaces should correspond to the intended direction of
chip flow. A rough surface can cause a properly designed tool to
deteriorate rapidly (Refs. 3,7,8). The life of a carbicde tool can be
extended if the sharp cutting edge is slightly relieved by honing.

Tool Materials. High-speed steel, cast alloy, and
cemented carbide cutting tools are suitable for lathe-turning tita-
nium. Ceramic tools are not recommended (Refs. 2,7,8,41). The
selection of a tool material for a given job will depend on the seven
factors described on page 8.

Experience indicates that high-speed-stee'l cutters are best
suited for form cuts, heavy plunge cuts, interrupted cutting, and
minimum rigid conditions. Nonferrous cast-alloy tools can be used
for severe plunge cuts, machining to dead center, and cutting narrow
grooves. Carbide cutting tools are recommended for continuous
cuts, high-production items, extensive metal-removal operations,
and scale removal (Refs. 2,7,8). Carbide cutting tools are the most
sensitive to chipping and hence require "over-powered", vibration-
free lathes, as well as more-rigid tool-work setup:-. If these con-
ditions cannot be met, then high-spe!ed steels must be used.

High-speed steel and cast-alloy tools should be ground on a tool
grinder rather than by hand. The same is true "or carbide tools;
however, off-the-shelf brazed and throwaway carbide tools will fit
the rake-, lead-, and relief-angle requirements conveniently (Ref. 7).
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Carbide. Carbide cutters are available as brazed,
clamped, and "throwaway" tooling. Brazed tools may be purchased
in standard sizes and styles as shown in Table XII, or they can be
made up in the shop. The performance of mechanically clamped in-
serts is at least as good as that of brazed tools, and they are often
recommended because of their lower cost per cutting edge.

Throwaway carbide inserts are designed to be held mechanically
in either positive- or negative-rake tool holders of various styles
and shank sizes. Information and data on available tool holders are
given in manufacturers' brochures. The general coding system for
mechanical tool holders is explained in Table XIII. The tool geome-
tries available for solid-base tool holders and suitable for titaniLm
are shown in Table XIV.

Substantial reductions in costs are claimed by users of throw-
away tooling. Factors contributing to this saving are:

* Reduced tool-grinding costs

* Reduced tool-changing costs

* Reduced scrap

o Increased use of harder carbides for longer tool life
or increased metal-removal rates

o Savings through tool standardization

* Maximum carbide utilization per tool dollar.

Setup Conditions (Refs. 2,7,8). Before making a turning
setup for titanium, a standard or heavy -duty lathe in good conditiun
should be selected to perform the machining operation. The work
then should be firmly chucked in the collet of the spindle and sup-
ported by the tail stock using a live center to avoid scizLre. Macnin-
ing should be done as closely as possible to the spindie for minimi,m
work overhang. A steady or follow rest shoi,id be used to add rigidity
to slender parts.

The cutting tool shouild be held firmly in a flat-base2 holder with
minimum overhang to avoid tool deflection. It shouLd cut on dead
center.

Cutting Speeds. High s-eeds are not necessary for pro-
ducing good finishes on titanit.m. Hence, relatively low cutting
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j TABLE XII. TOOL GEOMETRIES OF BRAZED CARBIDE TOOLS

Style of Tool
"ool Geometry A B C D E

Back rake 0 U 0 Q 0
Side rake +7 + 0 0 0
End relief 7 7 7 7 7
Side relief 7 7 7 " 7
ECEA 1, -1 - 50 60

SCEA 0 15 -- 40 30

TABLE XIII. EXPLANATION OF GENERAL CODING SYSTEM FOR MECHANICAL
"TOOL. I IOLDERS

Company Shape of Lead Rake Type
Identification lnsert Angic Angle Cut

(a) T B (b) R or L
(a) R A (b) R or L
(a) P A (b) R or L
(a) S B (b) R or L
(a) L B (b) R or L

T A T R

Shape of Insert Le)rAII,'Jeot Tool S!yle Type Ctt

T = triangle U A = 0-dgrce turning R =right hand

R = round 13 I 1,5-degrec lead L = left hand
P = parallelogram D = m);-d-;erCC lead N = neutral
S =square E - 4.-degrtc lead
L = rcctan:j1c F = facing

G =-de•,r olfset turning

(a) Some producers place a letter here for company identification.

(b) Sonme companies uc the letter "T" for negative rake. "P- for positivc rake'.

and somictimnes add "S" to indicate -solid -base" holders. For example, a
TA TR dcsignation denotes a tool holder fir a triangular in-ot m l:liumcd ill

such a way to give a U-degree lead angle, aiiu a 5-degree negative rakL.
The "1" denotes a r. hit -hand cut.
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TABLE XIV. TOOL GEOMETRIES OF SGI.ID-BASE TOOL HOLDERS FOR THROWAWAY INSERTS

Negative Rake Tools Positive Rake Tools
Back-rake angle - 5 degrees Back-rake angle - 0 degrees
Side-rake angle - 5 degrees Side-rake angle - 5 degrees
End-relief angle - 5 degrees End-relief angle - 5 degrees
Side-relief angle - 5 degrees Side-relief angle - 5 degrees

Tool Tool
Holder Type ECEA(b). SCEA(c). Holder Type ECEA(b), SCEA(c).
Style(a) Insert(a) degrees degrees Style(a) in,,rt(a) degrees degrees

A T 5 0 A T 3 0
A T 3 u A T 5 U
A R S -........

B T 23 1.5 B T 23 15
B T 18 i5 B S 15 15
B S 15 1.5 B T 20 15
B T 20 15 .. ......

D T 35 3U D T 35 30

E4 4. 45 1

F T ci F T 0 0
F S 13 F S 15 0

G r :3 G T 3

(a) See Table XIII for explanations..
(h) End-cutting-ed•e angle.
(c) Sidc-cutting-cdgte angle.
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speeds are used to obtain good finishes at reasonable tool life
(Refs. 3,7,8). Tables XV and XVI list cutting speeds found suitable
for various machining operations on titanium and its alloys.

Feed. Turning operations for titanium require constant,
positive feeds throughout machining. Dwelling, stopping, or delib-
erately slowing up in the cut should be avoided for reasons given on
pages 5 and 6.

The metal-removal rate and surface-finish requirements will
influence the amount of feed to be taken, i. e., heavy feeds for higher
metal-remo\ al rates, and light feeds for better surface finishes
(Refs. 7,8). Specific recommendations on feeds are given in Tables
XV and XVI.

Depth of Cut. The choice of cut depth will depend on
the amount of metal to be removed and the metal-removal rate de-
sired. In removing scale, the tool should get under the scale and
cut at least 0. 020 inch deeper than the tool radius (Ref. 2). Fo r
rough cuts, the nose of the tool should get below any hard skin or
oxide remaining from previous processing operations (Ref. 2). In
finish turning, light cuts should be used for the best finish and the
closest tolerances (Refs. 2,7,8). Cut depths suggested for various
operations are listed in Tables XV and XVI.

Cutting Fluids. Cutting fluids are almost always used
during turning and boring operations to cool the tool, and to aid in
chip disposal. Dry cutting is done in only a very few instances,
usually where chip contamination is objectionable. It is not recom-
mended for semifinishing and finishing operations.

Water-base coolants are the most satisfactory cutting fluids to
use. A 5 per cent sodium nitrite solution in water gives tiie best

results, although a 1:20 soluble oil-in-water emulsion is almost as
good. Sulfurized oils may be used for low-cctting-speed applica-
tions, but precautions should be taken to avoid fires.

A fhll, steady flow of cutting fluid should be maintairied at the
cutting site for maximum effect.

General Suipervision. The supervisor should be satisfied
that the proper conditions have bei selected before operations begin.
During machining he should be asstired that ch}ips are being expelled
from the cutting site as promptly as possible, particullarly during
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TABLE XV. FINISH TURNING OF TITANIUM ALLOYS'()

Depth of Cut: 0. 025 to 0. 10 inch
Feed: 0.005 to 0.010 ip t

High-Speed Steel Tools(cJ
C-2 Carbide Toole(___......... Cutting

Alloy Tool _ t.inz S.- d(e). fprn Tool Speed(le)
Titer umn Alloy Condition(b) Geometry(d) Braxed Tools Throwaway AISI Steel# Geometry(d) fpm

Commercially An AD 275-375 310-425 MI,M3, D 100-110
pure TI,TI5

Ti-SAI- I Mo- IV An AD IS5-165 185-2Z5 M3,TS, D 45-60
TiS

TI-SAI-SS.i-SZr A MS
TI-SAI-Z. SSn An A, B, D 165-Z I 225-2S0 TS D 45-80
Ti-TAI-ZCb-ITa TIS

Ti-4AI-3Mo-N An A 165-Z15 2zS-zS0 M3,TS, D 45-80
TIS

Ti-AI- IZZr ) An AD, G 16S-170 210-250 M3,TS, D 45-70
TI-6AI-4V TIS
Ti-gMn HT A,D 130-14S 185-Z00 MW.. TIS D 55-65

Ti-1AI-4Mo • An A155 85 M3, T1 D 50-60
TI-6AI-6V-ZSn lIT A 120 150 TIS r 40-50

Ti- 3V-IICr-SAI An 1S 1 50 MITIS D IS-3%
HrlHT 100 120 TIS E IS-33

Cutting Fluids Soluble oil-water emulsions or chemical coolants can be used with carbide on
high-soeed steel tools. Sulfurised oils al.o can be used with high-speed steel
tco!s on most titanium alloys. Highly chlorinated oilo are aometinmee used
with high-speed steel tools on Ti-7AI-4Mo, Ti-6A1-6V-ZSn, and Ti-I 3V-ilCr-
3AI. providing the oil residues are promptly removed by MEK.

Ia) Refs. 2,5,7,3,34,87, and 88.
(b) An - annealed; HT a solution treated and aged.
(c) CISC designation., used for carbides; AISI deuignations for high-speed steel-.
(d) See Figure 9 for tool ingles involved.
I*) Higher speeda are aeeoclatvd with lower feeds and lower depths of .ut.
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TARI.F XVI. ROUGH TURNING OF TITANIUM A~LOYSIA)

Depth oif Cit . 0. 10 J" 0. 2", in, I

F-ed 0. 010 t" 0. 0 Is por

C-1 Carti'Ie T,.,,;-(

Alloy To- Iotn CT~~ TI rol Ip'~t~
TitAniuim Alloy C'-niltmon(' 1  G-eintry~d) fr,-rI- rhirw.iw.iy Ma.,?ri s I (-it.... ,I..yt

CommerciAlly An A, F,G 21)0- 110 )If)- t7S mI * Nit, Bi, K i

pu re TI *Ti1

To -AAI - I Mo - I V An A, Y, G 1 10- 140) Itt'i.00 M i, f,, II K 4) A

If T 1 1

To -4A - 3Mi,,- IV An A li80 Z., 3 M 1. ~ If 60 S0

T I'

S An A, F, G.1 140-ISO 180-.ý00 M i.Ti, I,,. i'i-70
Tj-6A1-4V T 1 1,

FIT A, F,G 100-l20 iSO-160 mi," i. t0,F o- rS

To -AI -4Mu, ) An A 110 IIA; m), ris B .10-0.1)

Th-iA-hV~r if Wl) A 100 120t Tn 1C .1041

To,- I IV - IICr- 5A! 1 An A 100 m/~ Mt,TI' B
I trtt1  A 80 Q00 ri I D1) 2

Cwting Ylm<14 011jlpoi -'Ater "?olio~ or i'110 -e,,, 1w -- l, Ia,.ii i ir th A ar?"i.t,-Io
highm-s;,re ~t~ee t,,01.. %-M,.rased .,,I- At- ,A,. I-o i-d w.it, I,-spilntl

to,,), on1 MOO. titAnlotia'oM higHly ,hl,,r~rated -k,,nae "o'Itl-ti'n,,-. Ie
with high-speed ntIl tool.* on Ti-7AI- IM,,. i-'Ib-~n idr- ;V-Ii, r-
5AI. providing the ýil reniduies are pr-mtirilty rervi,- d by Ml K.

(a) a %. ~ 3,), ard i.
(b) An nitrated. FIT sAOlitn trealed -in IAxed.
'c) C:S;C dejtn - i-ed fir ia id.AISI t1 g~t'r f,ir high -n;,,d str I.,.
(d) See Figurec ') for anitl i, I-. ~iul-.e
(r) hIig~her ipertiq A re a%%-, timtd wiuit tIer !eidm And Itwi~r d, pthe titi ,.

if) 0. 010 1"r MAX.
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boring operations. Chips lying on the surface tend to produce chat-
ter and poor surface finishes.

"The tool should be examined frequertly for nicks and worn
fianks. These defects rromote galling, increase cutting tempera-
ture, accelerate tool wear, and increase residual stresses in the
machined surface.

Arbitrary tool-changing schedules are often used to insure sharp
tools. This usually means replacing carbide tools after a 0.015-inch
wearland in rough turning and after a 0. 010-inch wearland in finish
turning. High-speed steel tools are usually replaced after a wear-
land of 0. 030 inch has developed.

If periodic interruptions are m.;de in a machining operation be-
fore these maximum wearlands occur, aný smeared metal, nicks,
or crevices found on the cutting edge should be removed by honing
before machining is resumed.

Sharp edges of turned titanium surfaces are potential sources of
failure. Hence, they should be "broken" with a wet file or wet
emery. This operation should not be done dry or with oil because
of a potential fire hazard.

After certain turning operations, parts may require stress
relievir,2. The following treatments are suggested:

Anneal after rough machining

Stress relieve thin-wall parts after semifinish

ckperations

Stress relieve all finished parts.

DRILLINU

Introduction. The unusual chip-formation characteristics
of titanium make drilling difficult (Refs. 4,43). The thin chips flow-
ing at high velocities are likely to fold and clor in the flute3 of the
drill (Refs. 4,13). This tendency, plus the high thrust pressures
and confined nature of drilling, produces high temperatures. Unless
proper precautions are taken, the end results include rapid tool wear
on the cuotting lips, reduced cutting actioi., and poor-quality holes.
The nature of the chips produced indicates the condition of the driil.
A sharp drill produces tight curling chips without difficulty. As the
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drill progressively dulls, the cutting temperature rises, and titanium
begins to smear on the lips and margins (Refs. 2, 13). The appear-
ance of feather-type chips in the flutes is a warning signal that the
drill is dull and should be replaced. The appearance of irregular
and discolored chips indicates that the drill has failed (Refs. 2, 13,
43). Out-of-round holes, tapered holes, or smeared holes are re-
sults of poor drilling action, with subsequent reaming problems, or
evwn tap breakage when the holes are .threaded (Refs. 2,4).

Drilling difficulties can be minimized by employing five im-
portant techniques. These include designing holes as shallow as
possible (Refs. 2,13); using short, sharp drills with large flutes and
special points (Refs. 2.,4,13); flushing the tool-chip contact site with
suitable cutting fluids; employing low speeds and positive feeds in a'-
approved manner (Refs. 2,4, 13)43); and supplying solid support
under the exit side of through holes where burrs otherwise would
form.

Machine Tools (Refs. 7,8,44). Drilling machines must be
sturdy and rigid enough to withstand the thrust and torque forces
built up during the cutting. Hence, the spindle overhang should be
no greater than necessary for a given operation. In addition, ex-
cessive clearances in spindle bearings cannot be tolerated. The
radial and thrust bearings should be good enough to minimize runout
and end play. Finally, the feed mechanism should be free of bac.k-
lash in order to reduce the strain on the drill when it breaks through
the workpiece.

Machines for drilling operations are made in many different
types and sizes. Size or capacity is generally expressed either in
terms of the largest diameter disk, the center of which is to be
drilled, or in horsepower. Heavy-duty machines are exceptions.
They are specified as the distance from the supporting column to the
centerline of the chuck. The horsepower rating is that usually
needed to drill cast iron with the maximum drill diameter. Suitable
sizes of machines for drilling titanium include:

"* Upright drill No. 3 or Nc. 4

"* Upright dr;il, Production: 21-inch heavy-duty, 5 hp

"* Upr"ight drill, Production: 24-inch heavy-duty, 7-1/2 hp

"* Upright drill, Production: 28-inch heavy-duty, 10 hp
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Industry also has requireient s for drillinig parts at as sembly
locations. These needs are fulfilled by portable power -feed, air
drilling mat Liies. Modern units incorporate po-itive mechanical-

feed mechanisrns, depth control, and automatic return (Ref. 43).

Some are self-supporting and self-indexing. Slow-speed, high-

torque drill motors are needed. Spindle speeds between 230 and
550 rpm at 90-psi air pressure seem appropriate for high-speed
drills, while speeds of up to 1600 rpm have been used for carbide

drills. Thrusts between 320 and 1000 pounds are available on some

portable drilling machines.

Portable drill units include the Keller K-Matic, the Keller
Airfeedrill, the Winslow Spacematic, and the Quackenbush designs

(Refs. 43,45,46).

The Keller K-Matic incorporates a positive, inechanical feed
mechanism, a depth-control device, and an automatic return pro-
vision. Drilling tests with this design indicate that Class I hole
tolerances as low as +0. 002 to -0. 001 can be held in a drill-ream
operation (Ref. 43).

The Keller Airfeedrill utilizes a variable pneumati,_ feed. The
air feed can be adjusted to give feeds suitable for titanium. Class I

hole tolerances also can be held (Ref. 13).

The Winslow Spacematic is a self-supporting, self-indexing unit
capable of drilling and countersinking in one operation. The feed
rates are within those prescribed for titanium, and a ±0. 002/0. 001
tolerance can be held (Ref. 43).

Quackenbush portable drilling machines also can be used. One

styl" is a 500-rprr. pneumatic-powered unit with a positive mechanical
feed mechanism capable of providing 0. 001 ipr feed (Ref. 45).

Drills. Generally speaking, drills are inade from special

high-speed steels, ia helical designs with large flutes, and in short
lengths. I arge flutes reduce the tendency for chips to clog (Refs. 2,
4,13). The length of the drill should be kept as short as feasible,

not much longer than the intended hole (Refs. 33,47), to increase

columnar rigidity and decrease torsional vibration which causes
chatter and chipping (Refs. 2,4).

A heavy-duty stub-type screw machine drill is recommended for
drilling operations on workpieces other than sheet (Ref. 2). For
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deep holes, oil-feeding drills, gun drills, or a sequential series of
short drills of various lengths may be employed (Ref. 2). Oil-
feeding drills cool, lujricate, minimize welding, and help in chip
removal (Ref. 2).

The NAS 907, Type C drill should be used for drilling sheet
titanium. The NAS 907, Type B drill can be used where the Type C
drill might be too short because of bushing length or hole depth
(Refs. 43,45).

Drill Design. The geometrical factors of drill design
are indicated in Figure 10. Drills having a normal helix angle of
29 degrees and special point grinds are used for drilling titanium.
The special point grirnds include crankshaft, notch-type drills, and
split points with positive rake notchings (Refs. e.,7,8).

Relief angles are of extreme importance to drill life. Small
angles tend to cause excessive pickup of titanium, while excessively
large angles will weaken the cutting edge (Refs. 2,4). Relief angles
between 7 and 12 degrees have been used by different investigators
(Refs. 2,4,13,48).

Point angles have a marked effect on drill life. The choice of
90, 118, or 135 degrees will depend on the feed, drill size, and the
workpiece. Hence, it is advisable to try all three angles to find
which is best suited for the job. Generally, blunt points (135 or
140 degrees) are superior on small-size drills (No. 40 to No. 31)
and on sheet metal, while L18 degrees, 90 degrees, or the double
angle (140 degrees or 118 degrees + 90-degree chamfer) beem best
on larger sizes and bar stcck (Refs. 2,48).

The web is often thinned to reduce drilling pressure (Ref. 31).
However, when doing so, the effective rake angle should not be
altered (Refs. 2,4). Figures 8 and 9 illustrate nomenclatures and
designs for standard and NAS 907-type drills.

Drill Quality. The geometry crf drills should be checked
against recommendations before they are used. If necessary, drills
should be reground accurately on a drill grinder, and the point angle,
relief r.ngle, and web thickness rechecked (Refs. 13,43). Drills
should never be sharpened by hand (Ref. 48).

The apex of the point angle should be held accurately to the
centerline of the drill, and the j:utting lips should have the same
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FIGURE 9. DRILL NOMENCLATURE AND GEOMETRY FOR
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slope (Refs. 48,49). This combination avoids uneven chip formation,
drill deflection. and oversizAed holes (Ref. 49).

When dull drills are reconditioned, resharpening the point alone
is not always adequate. The entire drill should be reconditioned to
iisre cunformance; with recommended drill geometry (Refs. 2,17).

Machine-ground points with fine finishies give the best tool life
(Refs. 2,43). A surface treatment (Ref. 31) such as chromium
plating or a black oxide coating of the flutes may minimize welding
of chips to the flutes.

Tool Materials (Refs. 2,4,7,8,13). High-speed steels
are generally used for drilling titanium. Carbide drills can be used
for deeo holes when the cost ib justified.

Conventional molybdenum-tungsten high-speed steel drills are
usually used in production. Cobalt high-speed steels can be used and

are said to give up to 50 per cent more tool life. However, their
costs are 1-1/2 to 2 times higher than standard high-speed steels.
Ta aIc X.VAN indicate., the drilling applications for various AISI grades

of high-speed steel.

TABLE XVII. 111611-SPEED STEEL. USED FOR DRILLS IN DRILLING TIT ANIUl ALLOYS

AISI Grade of Tritanium Alloy
I igh-Spced Commercially

steel(a) Pure Ti-5AI-2. *S;i Ti-SAI-NIo-IV Ti-6AI-4V Ti-13V-IlCr-3A1

Ml S S S G
M 2 G

i:13, Trype 2 S S S
N17 G, D G, D G, D
N1I1 G, D, S G. D, S G. D, S G, S
M33 G, D G, D G, D G
NI:34 G. D ;, D G, D
M36 S
"174 G. D, S G, D, S Go D, S
T5 G, D, S b. Do S G, D, S GOS

Note: G = gkt ral d ý ing; D di d 'p lit, drilling; S = slcci drilling.

(a) Scc Tablh IV for cornposition,.

Setup Conditions. Setup conditions selected for drilling ti-
tanium should provide over-all setup rigidity and sufficient spindle

power to maintain drill speeds during cutting.
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Thin sheet metal parts must be properly supported at the point
of thrust. This can be done with a backup block of AISI 1010 or 10230
steel. Where this is not possible because of part configuration, a
low-melting alloy can be cast about the part.

Heavy-duty stub drills should be used instead of jobbl-rs-length
drills to prevent deflection which cause3 out-of-round holes (Refs. 2,
13,47). Drill jigs and bushings are used whenever added rigidity is
needed (Refs. 2,13,47).

When drilling stacked sheet, the sheets should be clamped
securely with clamping plates to eliminate gaps between sheets
(Refs. 31,43).

Setup also involves speeds, feeds, and coolants. Successful
drilling of titanium depends on being able to reduce the temperature
at the cutting lips. This can be accomplished by (Ref. 43):

* Using low cutting speeds

* Reducing the feed rate

e Supplying adequate cooling at the cutting site.

Cutting Speed. Since the cutting zone is confined,
drilling requires low cutting speeds for minimum cutting tempera-
ture. The choice of speed used will depend largely on the strength
level of the titanium material and the nature of the workpiece. Thus,
speeds up to 80 fpm may be used for commercially pure titanium,
while only 15 to 20 fpm should be used on aged Ti-13V-IICr-3A1.
Table XVIII lists cutting speeds found suitable for specific
operations.

Feed. The best approach in drilling titanium is to keep
the drill cutting (Ref. 48). The drill should never ride in the hole
without cutting since the rubbing action promotes galling of the lips
and rapid dulling of the cutting edge (Refs. 33,43). The best tech-
nique is to use equipment having positive, mechanical feeds (Refs. 2,
7,8,31).

Assembly drilling of sheet should be done with portable power
drills also having positive feed arrargemerts (Refs. 45,46). This
equipment was described on page 46.
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TARIoE XVIII. DRILLING TITANIUM ALLOYS WITH IIIGII-SPFFID STFL DRILLS(A)

Feed, ler, for Drill Shown(d)

Cutting Drill

Alloy Tool Speed, Diameter, C. P. Titanium
Titanium Alloy Conditi,.n(h) Material(c) fpm inch and Tit.'nt'ni Alloys Ti-I 3V-I ICr-3AI

Commercially An MI, MZ, 40 to 80 I/8 0.001-0.00? 0. 000%
pure MIO

Ti-RAI- I Mo-' V An Ditto z0 1/4 0. 00Z-0. 005 0.001

140 for sheet)

Ti- % Al-`5Sn-SZr
TI-SAI-2. 5Sn An 40 I/Z 0.003-0.006 0.0015
Ti-7 AI- ZCb- I Ta

SAn 40
TI-4AI-IMn- IV (25 for sheet) 3/4 0. 004-0. 007 0.0015

STA M3 3 20 for sheet

TI-7AI-IZTr '• An MIMZ, 30 to 40
TI-6AI-4V M0 I 0. 004-0. 006 0. 00Z
Ti-RMn STA T 15, M33 20 to 30

'ri-7AI-4Mo j An MIMz, 20

MT0 2 0.005-0.013 0.001
T'i-6AI-6V-ZSn STA TI 5, M33 z0

An MIlM2, ZOto 30
Ti-I 3V-I I Cr- 1AI M0 3 0.005-0.015 0.004

STA TI5,M33 15 to 20

Tool Geometry: For general drilling operations, choose drill geometry x, y, or z depending on drill
sire (fqep Figure 10). For drilling sheet, use drill grometry, C, D, or B according
to application face ]Fig!ure I I).

Cotling Flulds A valuiable oil-water emulsIon, or a vulfurized oil, the latter at lower speeds and
Used for small drills (<I/4 irch). Chlorinated oils are also used provided oil residues

are promptly removed by MFK. Hol-e in single sheets up to Z times the drill

diameter can he drilled dry.

(a) Fr,,m Refls. ,4,7,8,l3,3l,33,37,43,4,-47,%0-2,R7,88.

(b) An z annealed; STA = solution treated and aged.
(r') AISI denignationn.

(d) Use the lower freed for the stronger or aged alloyc.



Hand drilling can be doi,e, provided sufficient thrust can be ap-
plied to insure a heavy chip throughout drilling (Ref. 5";). However,

the high axial thrust required to keep the drill cutting, especially in

heat-treated titanium alloys, can cause rapid operator fatigue.

"Furthermore, allowing the drill to advance rapidly on breakthrough,
as is generally the case with hand feeding, will seriously shorten

drill life by chipping the corners of the drill (Ref. 31).

Thr selection of feeds depends largely on the size of the drill

being used. Generally, a feed range of 0. 001 to 0. 005 ipr is used

for drills up to 1/4 inch in diameter. Drills 1/4 to 3/4 inch in

diameter will use a heavier feed range, 0. 002 to 0. 007 ipr. Williams

(Ref. 31) suggests the values shown in Figure 10. lie believes that

these values should furnish an economical balance between tool life

and production rates. Some other feeds used successfuIlly in specific
operations are listed in Table XVIII.
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T

E Feed rates are bosed on the. se of cwod•,we siuppIy o

co0o1ntt heavy-duty drlis hrro g pOOnt ong@$s of '8 or
0010 135 degrees, ond on speeds of 50 fp- for CoDoft 09-1"

000 ~speed steei or 35 tp fo co"VC~
t~o,,o Np7 speed stee

C0038 ---- 4Specd 50 fpm (C'0 -t4ss)
-___So_ •35fp- (SS) -
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0005

0003

0002 *_- ---

000.

0000
1/4 ./a 3/4 0/6 5116 3/0 7/P6 /2

DOill DO et er nch •*2

FIGURE 10. FEED RATE VFRSUS DRILL DIAMETER FOR HIGH-
SPEED STEEL DRILLS (REF. 31)

Gutting Fluids. Drilling titanium usually r.!quires the use

of cutting fluids, although holes in single sheets with thicknesses up

to twice the drill diameter can be drilled dry (Refs. Z, 33).

Lubricating and chemically active cutting fluids like sulfurized

oils or sulfurized oil/lanolin paste are recommended for low speeds,
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t and for drills less than 1/4 inch in diameter (Ref. 4). A better

coolant, like a soluble oil-water emulsion, is used for the higher

speeds and larger drills. Cooling action in these instances appears

to be more important than lubricity (Refs. 2,4).

A steady, full flow of fluid, externally applied, can be used

(Refs. 2,7,8), but the use of a spray mist seems to give better tool

life. However, a limiting hole depth of twice the diameter seems to

exist for external applications of cutting fluids. Hence, oil-feeding

drills work best for deep holes (Refs. 7,8).

General Supervision. The first consideration in planning a

drilling setup is to select a drilling machine on the basis of the
rigidity, condition, power, and feed/speed characteristics required
for titanium. The next consideration would be the selection of
drills, bushings, fixtures, and cutting fluids.

When starting the drilling operation, the drill should be up to
speed and under positive feed as it contacts the work. The drill
must be sharp (Refs. Z,13), and the propos.ed hole location marked
with a triangular center punch (Ref. 2). A circular-type center

punch must not be used since the drill will not start.

The margin of the drill should be examined periodically for
smearing as well as breakdowns that might occur at the outer corner
of the lips (Ref. 2). An arbitrary drill replacement point should be
established to prevent work and drill spoilage (Ref. 2).

Chips should be removed at periodic intervals unless the clutting
fluid successfully flushes away the chips.

When drilling holes more than one-diameter deep, retract the
drill once for each half diameter of drill advance to clear the flutes.
Retract simultaneously with the stop of the feed to minimize dwell.
Re-engage drill quickly, but carefully, with the drill up to speed and
under positive feed (Refs. 47,48).

When drilling "through holes", it is sometimes advisable not to
drill all the way through on a continuous feed. Instead, retract drill
before breakthrough and flush the drill and hole to remove the chips.
Then return drill under positive feed and drill through carefully,
avoiding any "feed surge" at breakthrough.



Drilled holes will require reaming to meet the tolerances of
Class I holes, unless a bushing is used immediately adjacent to the
part. Drilled holes in sheet will probably require exit-side
deburring.

All assembly drilling should be done using portable, fixed-feed,
jig-mounted drilling machines (Refs. 45,46). Hand drilling can be
used, but the 3ractical limit appears to be the No. 40 drill. Above
this diameter, insufficient feed is the result, with consequent heat
buildup and short drill life. Another p.roblem with hand drilling is
the combination of high thrust and uncontrollable feed rate to produce
"feed surge" at breakthrough - and possible fractured cutting lips on
the drill (Ref. 30). Hand drilling should not be used if the hole is to
be tapped (Ref. 47).

TAPPING AND TIMR ADING

Introduction. Titanium is difficult to tap. The problem of
poor chip flow inherent in taps and the severe galling action of tita-
nium can result in poor threads, improper fits, excessive tap
seizures, and broken taps (Ref. 2). Titanium also tends to shrink
on the tap at the completion of the cut.

As taps dull and cutting temperatures rise during tapping opera-
tions, titanium smears on the cutting edges and flanks of the tap.
The immediate consequence is that the metal in excess of the normal
profile is removed, resulting in oversized holes and rough threads
(Refs. 13,53). This galling action increases friction between tap
and hole and torque requirements. The additional torsional strain
distorts the lead of the tap and increases the tapping stresses until
the tap seizes and breaks (Ref. 53).

Tapping difficulties can be minimized by reducing the thread re-
quirements to 55 to 65 per cent full thread", and then tapping the
fewest threads that the design will allow (Refs. 4, 13,48). Designers
should also avoid specifying blind holes or through holes of excessive
lengths. In both cases, the chips are confined and can cause rough
threads and broken tapDs. Some relaxation in class-of-fit tolerances
also should be considered (Refs. 13,33).

The tapping operation, itself, requires sharp taps of modified
conventional design, low tapping speeds, and an effective tapping
lubricant to minimize seizure (Ref. 53).

*Some comipanies hase successfully tapped 7. pc cent threads.
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Tapping Machines. A lead-screw tapping machine is rec-
ommended to insure proper lead, a regulated torque, and a uniform

hole size. Lead-screw tapping heads should be equipped with fric-
tion clutches. The clutch sliould prevent tap breakage when galling
occurs, since a very small amount of smear may result in immedi-
ate tap breakage.

Tapping machines should be rigid, accurate, and sensitive.
Machine tapping, unless done on a sensitive machine and by a com-

petent operator, can result in excessive tap breakage and poor-
quality work (Refs. 2,54).

The electropneumatic oscillating-type tapping machine, when
properly set, cannot break a tap. Before any force is applied that
might break a tap, the forward motion is interrupted and immedi-
ately reversed (Pef. 54). The tap is driven by balanced spiral
springs, and the tension is set just under the static breaking torque
of the size of the tap being used. When the tap meets excessive re-
sistance (which would ordinarily break the tap), the machine auto-
matically reverses one-half revolution and then goes forward again
(Ref. 54).

Taps and Their Modifications. A number of different types
of taps have been used successfully, including the plug, chip driving,
and gun designs.

Modifications of the conventional two-flute, spiral-point, plug-
sty. -2-pitch-diameter taps can be used. The taps are modified by
grinding away the threads behind the cutting edges down to the minor
diameter, but leaving full-thread lands 0.015 inch wide backing up
the cutting edges (Ref. 48).

Chip-driving spiral-point taps with interrupted threads and
eccentric pitch-diameter relief also have been successful (Refs. 18,
53). Taps should be precision ground and stress relieved. Two-
fluted taps are usually used for 5/16-24 holes and smaller, while
three-fluted taps are best for 3/8-1" holes and greater and for other
tapping situations. Taps with two flutes normally do not give the
support which the three-fluted taps provide (Ref. 34).

If rubbing is encountered during tapping, it may be decreased by

"* Using interrupted threads with alternate teeth missing

" Grinding away the trailing edge of the tap
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Grinding axial grooves in the thread crests along the ful4.length of the lands

• Employing either eccentric or coneccentric thread relief.

Generally speaking, spiral point taps featuring eccentric pitch-
diameter relief with either full or interrupted threads have been the
most successful (Refs. 18,53). However, spiral-pointed tap cannot
be expected to propel chips forward in holes that are more than two
diameters long (Ref. 53).

GH-3 gun Laps have been used successfully by Boeing to tap the
Ti-8A1-IMo-IV titanium alloy (Ref. 37).

Tap Design. The important features of tap design are
illustrated in Figure 11.
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FIGURE 11. TAP NOMENCLATURE

Taps should have tool angles suitable for titanium. This usually
means:

* A spiral-point angle large enough to allow chips to flow
out of the hole ahead of the tap (between 10 and 17
degrees).
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"* A relief angle large enough to prevent seizure but not so
large as to cause jamming when backing out the tap
(between 2 and 4 degrees).

"* Sufficient cutting rake to provide a good shearing action
(between 6 and 10 degrees).

" A chamfer of around 3 or 4 threads to provide a small
depth of cut. A shorter chamfer results in high torque
and possible tap breakage. A long chamfer produces
long, stringy chips which may jam the tap dturing back-
out operations. However, a Awlu'. chamfer gun ta!) can
be used for shallow holes (holes less than one tap diame-
ter deep).

"* Where bottoming holes require complete threads close
to the bottom of the hole, a series oi two or three taps
with successive shorter chamfers may be required.

Tap Materials. Nitrided high-speed steel taps are used:
AISI-Ml for tapping commercially pure titanium and AISI-MIO for
tita:aum alloys (Refs. 2, -4).

Setup Conditions. Precauitions in setups for tapping parallel
those recommended for drilling. Machine tools which allow m.tximum
rigidity, accuracy, and sensitivity should be used. Lead-scrcw
tapping is recommended since less dependence is placed on the op-
erator. The tapping head must be set for as short a stroke as possi-
ble (Ref. 48). Hand taping is not recommended since it lacks the
required rigidity and iE extremely slow and difficult (Refs. 2,4, 54).

Pressing a stiff nylon brush against the top of the return stroke
helps to remove chips and increases tap life by at least 50 per cent
(Ref. 47).

Tapping Speed. Tapping speeds must be limited to

values between 5 and 50 fpm depending on the alley and heat-treated
condition. This is important becau5e cutting torque increases ex-
tremely rapidly beyond a certain critical threshold speed for each
alloy (Refs. 2,4). Tapping speeds suggested for various titanium
alloys are listed in Table XIX.

Size of Cut. The size of cut determines the incidence of
tap seizure, and the size of cut is determined by the chamfer given
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TABLE XIX. TAPPING DATA FOR TITANIUM AND ITS ALLOYS
USING HIGH-SPEED STEEl. TAPS(a)

AISI Type High-Speed Steel(b) MI. M11C (nitrided)

Tap Styles
Tap Size 5/IC-24 and smaller 318-16 and greater

Number of Flutes(c) 2 or 3 3 or 4

Tar Geometry
Spiral Point Angle, degrees 10 to 17

Spiral Angle, degrees 110
Relief Angle, degrees 2 to 4

Cutting-Rake Angle, degrees 6 to 10
Chamfer Angle, degrees 8 to lo or 3 to 4 threads

Tapping Speeds. fpni
Unalloyed Titanium 30 to 5u
Titanium Alloys(d) l to 30
Ti-6A1-4V. Annealed 10 to 30
Ti-6A1-4V. Aged 5 to 15
Ti-8Al-IMo-IV. Annealed 10 to 1.5
Ti-13V-IlCr-3AI, Solution Treated 8 to 15
Ti-13V-IlCr-3AI, Aged 5 to 7

Tapping Lubricants Lithopone paste (301o SAE 20 oil. 7017
Lithopone): heavy sulfuiized oil, sonle-

times fortified with molybdenum di-

sulfide; barium hydroxide in water (51o
by weight); highly chlorinated or sulfo-

chlorinated oils followed by a thorough
degieasing with MEK.

(a) From Refs. 18,34,37,47, 48, 52-55. 87, 88.
(b) M1 high-speed steel is adequate for unallcyc2 t.n'iu.. M..10 high-speed steel is best for

titanium alloys. Nitrided taps generally give the best performance.
(c) Taps with two fluteq normally do not give the support that the three or four-fluted taps pro-

vide; hence, use the latter two types for the larger sizes.
(d) Titanium alloys Ti-150A and Ti-140A at 30 fpm; Ti-4AI-4,Min t 20 fpm; annealed Ti-7AI-

4Mo and Ti-6AI-6V-2Sf at 15 fpm; and aged Ti-7AI-4Mo and Ti-6AI-6V-2sn at 10 fprn.
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the tap. The normal chamfer of 3 or 4 threads should produce
smaller chips and minimize jamming the tap during the backing-out
phase (Ref. 4).

Tapping Lubricants. The selection of tapping lubricants
is extremely important because of the susceptibility of taps to
seizure (Ref. 4).

The paste type of cutting compound (Lithopone or ZnS in oil)
gives the best tool life. However, if the application of paste is dif-
ficult, or not practical, the next best lubricant is a heavy, sulfurized
mineral oil (Ref. 4). Mechanical separators like molybdenum di-
sulfide may be added to relieve persistent seizures. Soluble oils are
unsatisfactory for tapping titanium.

Some fabricators recommend pretreating taps with colloidal
molybdenum disulfide. The tap is dipped in a suspension of MoS 2 and
white spirits, and then baked for 40 minutes at 200 C (Ref. 55).

General Supervision. As a first requirement, holes for
tapping should have beer, produced by sharp drills operating under
proper drilling conditions. Dull drills produce surface-hardened
holes which will magnify tapping difficulties. Sharp, clean taps must
be used at low tapping speeds with recommended tapping compounds,
and under rigid tool-work setups (Ref. 2).

Immediately before tapping a hole, the tap should be covered
with a liberal amount of Lithopone paste (Refs. 4,48). If sulfurized
oil is used, it should be forced on the tap throughout the tapping
operation (Refs. 18,47).

Where holes require complete threads close to the bottom of the
hole, a series of two or three taps with successively shorter chain-
fers may be required (Ref. 18).

Taps should be inspected carefully after use on six holes for
possible smearing of lands (Ref. 47). 1khese smears may be hard to
see, but if present, they can cause premature tap breakage and over-
sized holes (Refs. 13,34). The workpiece also should be inspected
for possible torn threads and dimensional discrepancies. It should
be remembered that mnozt tapping is done on parts which are 80 to
90 per cent finished; hence, scrap from tapping operations can be
very costly (Ref. 2).
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Operating data for tapping all titanium alloys are given in
Table XIX.

REAMING

Introduction. With proper precautions, titanium and its
alloys can be reamed successfully. Adhesion of titan.ium to t-c
reamer muqt be prevented to avoid the production of oversized holes
and poor finishes.

Types of Reamers.

Designs. Titanium can be reamed with either straight
or spiral fluted reamers, but the latter seem to produce better
finishes (Ref. 57). The conventional reamer has thrce basic tool
angles; a chamfer angle, a rake angle, and a relief ý ngle as shown
in Figure 12. The first two angles do not have any pronounced effect
on reaming operations. The relief angle is most influential and
should exceed 5 degrees, to minimize smearing. On the other hand,
relief angles in excess of 10 degrees cause vibration and chatter
marks on the surface of reamed holes (Ref. 4).

Reamers with margins about 0. 010 inch wide produce acceptable
holes. Scoring is a problem with wider margins, and excessive
chatter is likely to occur when margins are as narrow as 0. 005 inch
(Ref. 4).

Radial rake angle
0 to4 degrees on carbide tpped reamer
3 to 5 degrees on' solid H.S S. reamer

Margin I-•on
Secondary chomfer Mn

(lead angle) -* 7\f
j2x3/16 /

Primary relief
Secondary relief

Ch •mfer angle Tooth profile

(CA)
A-51222

FIGURE 12. NOMSNGLATURE FOR FLUTED REAMERS

Tool Materials. Both high-speed steel and carbide
reamers can be used on titanium and its alloys. High-speed steel
reamers, however, tend to deteriorate rapidly after tool wear starts.
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Carbide-tipped reamers are much better from the standpoint of tool
life (Ref. 57).

Setup Conditions. There seems to be no single s,'t of re..m-
ing conditions which will give optim irn rebults by all criteria (Ref. 4).

Nevertheless, tle basic precautions for machining titaniurr should be
heeded. These include adequate rigidity of setup, sharp tools, and a
positive fecd to prevent ridinu without cutting. Chatter, if present,
can be eliminated by altering tool design, size of cut, and cutting

speed.

Cutting Speed. For high-speed-stee! reamers, the
recommended cutting speed for commercially pure titanium ranges

between 40 and 70 fpm, while titanium alloys reqjire lower speeds,
20 to 45 fpm. Carbide reamers may be used up to 250 fpm (Refs. 57,
88).

Feed. Small feeds are required to produce acceptable
holes (Ref. 4); feeds ranging between 0. 002 and 0. 016 ipr are satis-
factory (Refs. 57,88). Sometimes a feed as high as 0.020 ipr is
used, but feeds that high may lead to excessive pickup and scarred

holes (Ref. 4).

Feeds should be increased in proiportion to the size of the hole.
However, larger amounts of metal removal may impair concen-
tricity (Ref. 57).

Depth of Cut. The depth of cut when varied between

0.002 and 0.016 inch (on the radius) shows no pronounced effect,
except for an increase in torque with increasing depths of cut

(Ref. 4).

Cutting Fluids. The most effective fluid for reaming
titaniium appears to be a sulfochlorinated mineral oil (Ref. 4).

Operating Data. Cutting speeds and feeds, along with the
tool geometry concerned, are shown in Table XX. Undersized holes
(0. 01 to O. 020 undersize) should be drilled or bored for the reaming

operation (Ref. 33).

63



014>'.0 0

40 0, 0 0 0 0
lz 0 0 0 0

0 < 0 - -L

U40 n A i 0

0~~L 0 - -

n 0o 0 0 :1

00 0;j;~~~ý a 00 0 :I: j
4 N4 N 4 0 0

414

U- 41

0 kn

oa .06
VV No N: N 

vI aN -' '.LIc

oo v -
0 A



BROACHING

Introduction. Titanium can be broached under the general
setup conditions required by the other machining operations. Be-
cause of the interrupted nature of the cut, welding of the chip to the
cutting edge is quite troublesome. This tendency increases as the
wearland develops (Ref. 88). As the wearland increases, so does the
tendency for titanium to smear on the cutter. The result is poor
finish, rapid wear, and loss of tolerances (Ref. 88).

Titanfim, nevertheless, can be broached successfully. In fact,
a curface finish of 6 to 28 microinches, rms, can be expected for the
tool designs and speeds -. own herein (Ref. 4).

Type of Broaches.

Design. Tool design is a very important factor affecting
broaching performance. The relief angle, rake angle, and the rise
per tooth seem to be thc more important elements (Ref. 4).

Figure 13 illustrates some of the elements of broach geometry.
Teeth should have a positive rake so that the chips will curl freely
into the gullets. The gullet size should be large enough to accommo-
date the chips formed during the cutting action.

",,,,8 to 10 degrees shear on teeth of a surface
brooch affords smoother cutting
Shear is not recomended fur internal brooches.

-Rise per tooth

5 to 10 degrees rake Ln~t-
Polished gullet 3 to5 degrees 4J-tpitc
surface for chip relief
flow Normal pitch .35 ilength of cut

At least two teeth should alwys
be cutti.. simultuneously.

Chip breakers to break up wide chips are
used in internal and external brooches.

The chip breakers ore staggered on
successive teeth.

FIGURE 13. NOMENCLATURE FOR BROACHES
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Solid broaches are sometimes made slightly oversize (0. 0005
inch) to compensate for the slight springback which will occur when
the cut is completed.

Titanium usually requires relief angles somewhat higher than
the 1/2 to 2 degrees normally used in broaching other materials
(Ref. 4). If the relief angle is too small, metal pickup on the land
relief surface can seriously affect the quality of the broached sur-
face. Accordingly, relief angles between 3 and 5 degrees have been
adopted and used successfully.

A rake or hook angle of 20 degrees is normally recommended for
broaching conventional materials. For titanium, however, -4 reduc-
tion to +5 degrees will improve broaching performance to a marked
degree (Ref. 4). The smaller rake angle provides greater support
for the cutting edge, and improves heat transfer from the cutting
zone (Ref. 4). The maximum rake is about +10 degrees. An in-
crease beyond this value invites tool failure.

The normal recommendation for the rise per tooth in broaching
steel is 0.0005 to 0.003 inch. Titanium materials, however, should
be broached at 0. 001 to 0. 006 inch per tooth, depending on the alloy
and its condition and the broaching operation. The lower values of
this range should providc lower cutting forces and better surface
finishes (Ref. 4).

Broaches %%hich have been wet ground may improve tool per-
formance. Careful vapor blasting also may Aelp tool life and finrishes
by reducing the tendency for smearing (Ref. 88).

Tool Materials. Any type of high-speed steel should
work reasonably well as a broaching-tool material for titanium. The
standard AISI Types Tl, M2, and MIO should give good performance
in the speed ranges recommended herein (Ref. 4).

Setup Conditions. Rigidity of work and tool is necessary to
avoid a consecutive series of "flat surfaces" on the workpiece
(Ref. 4). Surface broaching requires much greater rigidity in fix-
turing than does hole broaching. Hole broaching apparently provides
an inherent rigidity derived from the cutter motion against the work-
holding device or fixture (Ref. 4).

The broach should not ride on the work without cutting.
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Cutting Speed. Some titanium alloys have shown a
marked sensitivity to changes in cutting speed. Thus, it appears

reasonable to recommend low speeds for this type of operation
(Ref. 4).

Cutting speeds should be restricted to the range of 20 to A) flm
(Ref. 4). When broaching dovetails, the speed sLhould be reduced to
10 to 12 fpm.

Depth of Cut. The depth of cut is governed i, the "rise
per tooth" of the broach. A "rise per tooth" in the range )f 0. 002 to
0.005 inch has been used successfully when a +5-degree relief is

employ, d. If a 3-degree relief is used, the rise should be reduced

to 0.001 i1 )t.

Cutting Fluid. Sulfurizcd mineral oil, oil-in-water
emulsions, and carbon dioxide sprays have been used during the
broaching of titanium. Sulfirized oils seem to give the best results
since they minimize friction, improve surface finish, and redrce
wear rates (Ref. 4). A prior application of an oil with a high-
strength film to the surface to be Otiuachcd will greatly miniimize tOle

chip-welding tendency and prolong tool life between grinds.

General Supervision. Chips should be removed from
broaching tools before each succeeding pass. Any excessive wear-
land development or undue smearing should be noted at that time.
Tools should be kept sharp to reduce the tendency of smearing (of
the land) which eventually leads to tool failore.

Operating data for broaching titanium and its alloys are listed in
Table XXI.

PRECISION GRINDING

Introduction. Grinding titanium bv conventional pracLices
results in unusually high cutting temperatures and chemical reactions

between the workpiece and the abrasive. This causes problems in
dulling of wheels or belts from "capping" of the grains with titanium,
glazing, and burnished surfaces. The troubles can be avoided by

following three basic precautions:

* Choosing an abrasive wheel or belt which allows con-
trolled, progressive, intergranular chipping as flat
spots develop on the grits
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* Using lower speeds to minimize grinding temperatures
and welding reactions

* Utiliziing a grinding fluid which will develop a low shear
strength, "inhibiting" film between chip and grit.

Low grinding temperatures minimize the residual stresses which
caused grinding cracks in s,-',ne early fabrication studies on titanium.

Titanium and its alloys can be ground at about the same rate as
hardened high-speed steels and die steels. Moderately light cuts are
recommended, and periodic dressings are required to keep the wheel
in proper condition. Excessive wheel loading leads to poor grinding
action and causes poor surface finish, high residual tensile stresses,
and low grinding ratios.

In spite of the advances made in the last few years, the aircraft
and missile industries still retain a cautious attitude concerning the
grinding of titanium (Ref. 34).

If a choice of finish-machining methods exists, serious consid-
erations are usually givrcn to turning, boring, or milling operations
rather than grinding. These operations require less time than does
grinding and give excellent surface finishes.

Machine-Tool Requirements (Ref. 34). There are many
high-quality grinders available today. Most of the existing machines
can be set for the required light downfeeds, although having no means
of adjusting the spindle speed. Furthermore, not many production
grinders are equipped with automatic wheel-wear compens-ition.
These devices improve dimensional control, especially when softer
wheels are used.

Several existing grinders are being modernized to provide wheel
speeds suitable for titanium and other high-strength alloys. Devices
for automatic gaging and sizing, wheel dressing, and wheel com-
pensation are being added to the ultra-precision grinders. Increased
rigidity in the spindle system, together with automatic wheel bal-
ancing are highly recommended features for grinding the high-
strength thermal-resistant materials (Ref. 34).

Grinding Wheels (Ref. 58). Properly operated grinding
wheels should wear by attrition and fracture of the bond.
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Normal attrition involves, as a continuous process, a gradual
smoothening of the individual abrasive grains during cutting. It is
followed by intergranular fractures which are supposed to provide
successively new sharp-edged cutting surfaces until the entire grain
lea.es the wheel.

If grains break away too slowly, the workpiece material is de-
posited on and in between the abrasive grains. As wheel loading
continues, and the wheel becomes smoother, the grinding rate de-
creases. Glazing is similar, except that the tips of the grain wear
smooth and become shiny through friction. Smooth wheels resulting
from either cause burnish the workpiece and may result in burning,
high residual stresses, and cracked surfaces (Ref. 58).

If the grains break away too rapidly, cither during grinding, or
by frequent wheel dressing, wheel wear is excessive.

Grinding wheels are available in various combinations of grit
sizes, wheel hardnesses, and bond materials. These attributes in-
fluence metal-removal rates and wear for specific grinding condi-
tions. Table XXII shows the wide choices available and indicates the
characteristics of a typical wheel used for grinding titanium.

Abrasives. The choice of a silicon carbide or alumi-
num oxide wheel depends on the grinding application.

Silicon carbide wheels usually produce a better surface finish.
On the other hand, aluminum oxide wheel may give lower residual
stresses in the workpiece because they are usedl at lower speeds.
Silicon carbide wheels, unfortunately, need grinding oils. This and
the higher grinding speeds involved produce a definite fire hazard.

Wheels made with black or regular silicon carbide abrasive like
37C* seem to be inferior to those with aluminum oxide abrasives
made by the same manufacturer from the standpoint of wheel wear
when each is run at its optimum speed with the same grinding fluid
(Refs. 13,58). The optimum speed for silicon carbide wheels is
much higher than that of an aluminum oxide wheel (Refs. 13, 58). In
fact, if a wheel must be operated in the vicinity of 6000 fpm, because
of equipment limitations, silicon carbide wheels give better results
than aluminum oxide wheels (Refs. 13,58).

*Norton Company designation.
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Aluminum oxide wheels with special friable abrasives like 32A*
or its equivalent have been found to be the most satisfactory for tita-
nium. However, white aluminum oxides like Grade 38A* can be sub-
stituted at a sacrifice of about 20 per cent in wear rate (Ref. 59).

Table XXIII shows some abrasive-grain classifications, listed
by manufacturers, which may be comparable. However, grinding
wheels from different suppliers are not necessarily identical.

TABLE XXIII. TYPES OF ALU.MINUNM OXIDE AND SILICON CARBIDE
ABRASIVFS USED FOR GRINDING TITANIUM

Type of Abrasive
Abrasive Special Friable White Black or Regular

Manufacturer Aluminum Oxide Aluminum Oxide Silicon Carbide

Abrasive Designation

Norton 32A 38A 37C
Cincinnati 4A 9A Cc
Carborundun -- AA C

Ba) •tate 3A-8A 9A 2C

Chicago 52A 53A 49C
Desanno 7A 9A C
Macklin 26A 48A C

Simonds 7A 8A C
Sterling HA WA C

Grit Size. The size of the abrasive grains influences
the efficiency of grinding by affecting the rate of intergranular frac-

turing, and the supply of fresh cutting edges. Smaller grains tend to
leave the wheel prematurely, resulting in faster wear. Larger
grains are usually difficult to penetrate and dull excessively before

leaving the wheel.

The optimum grit size for aluminum oxide wheels is between 60
and 80. The optimum grit size for silicon carbide wheels is between

80 and 100 (Refs. 13,58,59).

Wheel Hardness. The material used to bond the

abrasive grits determines the wheel hardness. It is usually desir-
able to use the hardest wheel that will not result in burning or
smearing of hard alloys, or produce chatter on softer alloys.

*Norton Company designation.
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For this reason, the medium grades J to M, seem to be the most
suitable for titanium (Refs. 13,59). For example, the I'M" grade in
aluminum oxide wheels exhibits between 30 to 50 per cent higher
grinding ratios than the softer "'K" grade, depending on the cutting
fluic' used (Ref. 13). The softer wheels, however, perform better at
higher speeds; the harder wheels at somewhat slower speeds
(Ref. 13).

Type of Bond. Vitrified bonds seem to give the best
performance, possibly because they are more porous. As such,
they permit better swarf clearances, and result in lower grinding V1

temperatures (Refs. 58,59).

Setup Conditions. The following recommendations are made
in order to provide the good grinding environment needed for titanium.

"* High-quality grinders with variable-speed spindles

"• Rigid setup of work and wheel to avoid vibrations
which cause surface damage

* Rigid, mechanical, holding fixtures

* Arbors for external grinding

* Oxidized machine centers to prevent galling of small
parts.

Troubles originating from resonant vibrations can usually be cor-
rected by improved jigs or by backing up thin, slender sections to
prevent deflection.

Adjustments in wheel speed, work speed and feed, truing condi-
tions, and the grinding fluid will usually compensate for the selection
of a wheel with less than optimum characteristics.

Wheel Speeds. For a given grinding wheel and coolant
an optimum grinding-speed range can produce much higher grinding
ratios (G-ratios) than a speed a few hundred feet per minute faster
or slower (Ref. 13). For the aluminum oxide wheel 32A60VBE, these
optimum speeds appear to be between 1500 and 2800 fpm for both
grinding oils and rust-inhibitor coolants (Refs. 13,58,59).

For silicon carbide wheels, the optimum speed seems to be in
the range from 4000 to 4500 fpm when using a grinding oil (Ref. 13).
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Where it is necessary to use the conventional speed of about 6000
fpm, silicon carbide wheels give the best wheel life, but surface
damage can be significant.

Wheel speeds of 4000 fpm can be used with silicon carbide
wheels and sulfochlorinated oils to produce a good combination of
surface finish and dimensional tolerance with relatively low residual
stresses (Ref. 60). Lower residual stresses are produced at low
wheel speeds (1800 fpm) using aluminum oxide grinding wheels and
rust-inhibitor-type fluids (Ref. 60).

A word should be added about table speed. The G-ratio for the
32A60VBE wheel running at 1600 fpm peaks at 200 ipm table speed.
This speed, however, is too low for practical grinding. Hence, the
recommended table speeds are in the somewhat higher range of 300
to 500 ipm (Refs. 13,59).

Feeds. Two types of feeds are involved in grinding:
the downfeed and the cross feed. The former is similar to the depth
of cut in machining while the latter corresponds to the feed.

The lightest downfeeds (0. 0005 ipp) seem to give the highest
G-ratios over a wide range of cross feeds (between 0. 025 and 0. 25
ipp). However, as the downfeed is successively increased from
0.0005 to 0.0015 ipp the grinding ratio falls and does so more rap-
idly as the unit cross feed is increased (Ref. 13). Hence, a cross
feed of around 0. 050 ipp is normally used, together with downfeeds
of between 0. 0005 and 0. 001 ipp. Heavier downfeeds can cause burn-
ing and excessive wheel wear (Ref. 59). The cross feed, however,
may be increased to 0. 10 ipp provided the downfeed is decreased to
0.0005 ipp (Refs. 13,58,59).

Grinding Fluids. It is important to use a grinding fluid
which will cool efficiently and inhibit the chemical reaction between
titanium and the abrasive wheel. Titanium and its alloys should
never be ground dry. Dry grinding results in excessive residual
stresses and smeared surfaces, in addition to the creation of a fire
hazard from dry titanium metal dust (Ref. 13).

Water alone is not suitable, and ordinary soluble oils do not
produce good grinding ratios although they do reduce the fire hazard
of grinding (Refs. 13,58).
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The highly chlorinated oils give some of the highest G-ratios,
especially with silicon carbide wheels. Some of the conventional
sulfurized and chlorinated grinding oils also nave proved quite satis-
factory. Some of the nitrite-amine typerust inhibitors give good
results, especiaily with aluminum oxide wheels (Refs. i3,61).

The degree of concentration or dilution of a grinding tUuid plays
an important part in the grinding action. Maximum G-ratios are
obtained with undiluted oils. When grinding oils are diluted with
plain mineral oil, most of their advantages are lost (Ref. 13).

The rust inhibitors should be used at about 10 per cent concen-
tration. This gives a reasonable grinding ratio without thC pira,tical
difficulties caused by higher concentrations (Ref. 13).

All fluids should be filtered to remove grit, and to prevent "fish
tail" marks on finished surfaces. Fluids should be changed more
often than is customary in grinding steel.

General Supervision. Grinding operations should be super-
vised and controlled very carefully. When the grinding procedure
used is questionable, quick checks to indicate possible sirface crack-
ing can be made by dye and fluorescent penetrants or etching to indi-
cate surface cracking. However, none of these tests will indicate
surface damage which does not involve cracking. Care must be ex-
ercised in using a 1-minute etch with 10 per cent HF to reveal cracks.
Improper etching treatments and etching solutions can cause cracks,
sincc surfaces already may be damaged by residual tensile stresses
too small to cause cracks initially.

Wheels used to grind titanium and its alloys must be dressed
more frequently than those used to grind steels because of the
tendency of titanium to load the wheel.

Some ground parts must be stress relieved by heat treatment
prior to final inspection. A common stress relief is to heat the part
at 1000 F for 1 hour in a neutral atmosphere to avoid contamination.

Data on speeds and feeds found suitable for silicon carbide ajid
aluminum oxide grinding wheels are given in Table XXIV.
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TABLE XXIV. PRECISION GRINDING OF TITANIUM AND ITS ALLOYS(a)

Abrasive Materlal(b) Silicon carbide Aluminum oxide

Abraslve Types Regular; green Special friable, white

Grit Size Medium Medium

(60-SO) (60.80)

Wheel Grade Medium Medium
(Hardness) (J-K-L-M) (K-L-M)

Structure Medium Medium
(8) (8)

Bond (c) Vitrified Vitrified
(V) (V)

0, Oiwron(d) R1rgPig Finishing Roughing Finishing

Feed
Down, ipp 0. 001 0. 00 0 5(e) 0.001 0.0005 0. 0005(0)
Cross, inch 0. 062 0.05 0.05 0.10 0.05

0. 050(g) o. .25(g)

Speeds
Table, ipm 300-500 300-500 300-500 300-500
Wheel, sfpm 2500-5000 2500-5000 1800-2500 1800-2500

Grinding Fluids Highly chlorinated oils or Rust-inhibitor types(h) present

sulfochlorinated oil, ro fire hazard; oils used for
(do not dilute); possibhl silicon carbide wheels also

fire hazard; hence, flood have been used with very
the work; completely re- little fire hazard since the
move all chlorinated oils low speed, involved generate
from the workpiece with very little sparking and oil
MEK mist

(a) From Refs. 2,7,8,13,34.52,58,59.
(b) Equipment considerations are primary in abrasive selection. If only conventional speeds are

available then generally aluminum oxide is not recommended; if low speeds are available then

aluminum oxide is superior.
(c) Particular modification of vitrified bond does not se•m to matter with titanium.
(d) Type wheels which havL been used include 37CK0-2'V and 32AG0-LSVBE.

(c) For surface fi'nihhes better than 25 inicroinchcs rms, the down feed should be less than 0. 002 ipp
on the last pass.

(f) The la~t 0. 0u3 inch shoiild be ren oved in steps not to e,,ceed 0. 000,5 ipp. The final two passes

should be at zero depth.
(g) Recommended for B120VCA using green silicon-carbide wheels.

(h) 10:1 and 20.1 concentrations of potassirm nitrite have been used. The operating advantages
of the latt,.r appear to offs,:t the slight increase of grinding efficiency of the former.
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BELT GRINDING

Introduction (Refs. 7,8,13,62-64). Titanium sheet can be
belt ground to close dimensional tolerances. Belt grinders have
produced flat surfaces with only 0. 004-inch max'mum deviation over
areas up to 36 x 36 inches.

Machine-Tool Requirements. The carrier-type machine is
usually used in the abrasive belt grinding of sheet. The work is held
on a table that oscillates back and forth under rinding belt. A
Billy roll directly under the contact roll maintains the pressure be-
tween the work and the belt.

Machine rigidity is important for achieving ciose dimensional
tolerances.

Abrasive Belt-Contact Wheel Systems. Paper-backed belts,
used dry or with a grinding oil, arc suitable for flat sheet work.
Cloth backed belts are used when a more rugged backing is needed.
CloLh belts are generally available in two types: drills (X-weight)
which are the heavier and stiffer of the two, and jeans (S-weight)
(Refs. 65,66). The flexible J-weight backing is used for contour
polishing; the X-weight provides the best belt life and fastest cutting
(Ref. 66). Fully waterproof, cloth-backed belts are necessary when
water-base grinding fluids are used. All belts are usually manu-
factured to close thickness tolerances to permit grinding to precise
dimensions.

Contact Wheels. The contact wheel, which supports the belt
at the pressure point, regulates the cutting rate and controls the
grain breakdown (Refs. 65,66).

Plain-faced contact wheels are normally used for titanium when
unit pressures are high enough to promote the necessary breakdown
of abrasive material for best grinding action. They usually produce
a better surface finish than do most serrated wheels. They minimize
extreme shelling*. They also permit off-hand grinding and polishing
of curved and contoured parts.

The contact wheel should be small it, diameter and as hard as
practicable. This combination provides almost a line contact and,
hence, a high unit pressure between the abrasive grits and the work.

OShelling is the tendency for the abrasive grains on the abrasive belt to loosen and flake off.

77



Suitable contact-wheel materials for titanium include rubber,
plastic, or metal. Rubber is usually recommended because metal
contact wheels show little significant increase in stock removal and
grinding rate at the price of considerable noise, vibration, poorer
surfaces, and higher power consumption (Ref. 13).

Rubber contact wheels are available in various degrees of hard-
ness, measured in terms of Durometer units. These values may
range from 10 (sponge rubber) to about 100 (rock hard). The softest
rubber (other than sponge) has a value of 20. The harder the contact
wheel, the faster an abrasive belt will cut and the coarser the sur-
face finish becomes. Softer wheels produce better surface finishes.
However, even soft wheels becorme effectively harder as spindle
speeds increase, and they present more support to the belt. Softer
rubber wheels can be used for blending and for spotting operations to
remove isolated defects.

The best contact wheel is one which is firm enough to give re-
stricted contact and good penetration by the grit but resilient enough
to eliminate shelling failure of the belt at the high loads (Refs. 65,
66,68).

Abrasive Belts. Coatings of silicon carbide give the
best results under normal feeds. These belts must possess a dense
texture (closed coat). Aluminum oxide abrasive belts are usually
recommended when very heavy feeds are used (Ref. 13).

Roughing and spotting operations are normally carried out on
belts coated with medium- or fine-grain abrasives. The fine grit
size 80 is slightly superior to the medium grit size 40 and 60. Extra-
fine grain abrasives (grits 120 to 220) are used for finish belt-
grinding operations (Ref. 67).

Synthetic resin bonds provide maximum durability for belts used
on titanium. They are available in a waterproof or nonwaterproof
backing.

Setup Conditions.

Belt Speeds. Cutting speed affects the rate of metal
removal, belt life, and surface finish. Lo.ver belt speeds reduce
cutting temperatures as well as the tendency toward burning or
marring of the surface by incandescent chips.
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Although the optimum speed varies with the contact wheel, grit
size, and work thickness, a speed of 1500 fpm generally gives good
results (Ref. 13).

Feeds. Feeds in belt grinding are controlled indirectly
by adjusting the pressure (Ref. 13). The correct feed permits an
economical rate of metal removal and avoids Icading of the belt with
chips. Feeds should be controlled to give the best dimensional
tolerances. If feed pressures must be increased, it may be advis-
able to use a softer contact wheel.

A definite correlation exists between optimum grinding pressure
and belt speed. Higher speeds require less pressure and vice versa.
Feed prersures between 80 and 120 psi have been used, depending on
the belt speed (Ref. 13).

Grinding Fluids (Refs. 13,62,67). Lubrication is a
most significant factor in abrasive belt grinding. Dry grinding, ex-
cept for certain intermittent operations (blending, spotting, etc.),
is not recommended because of the fire hazard (Ref. 13).

A grinding fluid should be used when taking continuous cuts over
fairly large areas. Itt reduces grinding temperatures and quenches
the intense sparking that occurs when titanium is ground. Because
of the extremely hot sparks formed by titanium, only sulfochlorinated
grinding oils possessing high flash points (above 325 F) should be
used. They should be applied close to the grinding point for rapid
spark quenching.

Chemically active organic lubricants may prove superior in
finishing operations, provided the fire hazard can be minimized.

Soluble oil emulsions in water are normally poor grinding fluids
for titanium but can be used where the alternative is to grind dry at
speeds greater than 1500 fpm.

With waterproof belts, water-base fluids containing certain in-
organic compounds and rust inhibitors give good results. They re--
duce the fire hazard of titanium dust. Aqueous-solution lubricants
seem to give the best performance in grinding setups where high
loads are used (stock-removal operations). The following water-
base fluids have been used:
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0 Sodium niti-ite (5 per cent solution)

* Potassium nitrite (5 per cent solution)
t

& Sodi in phosphate (up to 12 per cent solution)

• Potassium phosphate (up to 30 per cent solution).

The phosphate solutions are caustic enough to remove paint.

The more concentrated solutions, however, are not much worse than

the 5 per cent solutions in this respect and are considerably more

efA'ective as grinding lubricants.

Care must be exercised when potassium nitrite is used as a fluid

because the dry salt may become a fire hazard. Grinding fluids can

be applied by spraying or by immersing the belt.

Operating Data. Sometimes a roughing operation is first
made, using a 50-grit belt to remove gross surface imperfections.

An intermediate grind (80 grit) is then used to reduce the grind

marks, followed by a finishing operation using a 120-grit belt

(Ref. 67).

The correct treatment of belt trouibles requires an understanding

of glazing and loading. Clazing occurs on abrasive belts when the

grinding pressure is insufficient to break down the abrasive particles

properly. A loaded belt contains smeared metal welded to the

grains, a condition which impairs cutting ability. Proper lubrication

is one way to prevent loading (Ref. 66).

The same inspection procedures recommended in the precision

grinding section also apply to belt grinding.

Table XXV summarizes the pertinent data required for the belt
grinding of titanium.

ABRASIVE SAWING

Introduction. Titanium is difficult to cut with abrasive
wheels. In fact, it is practically impos.sible to plunge straight
through a large piece of titanium (Ref. 1). Wheel loading causes

high residual stressesi on the cut surfaces (Refs. 1,2). Stress-
relief treatments may be necessary to prevent delayed cracking of
cut surfaces.
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TABLE XXV. GRINDING OF TITANIUM AND ITS ALLOYS USING SILICON CARBIDE

ABRASIVE BELTS(a)

Grinding Operation

Spotting and Roughing Finishing

Belt Characteristics

Abrasive Grit Size 40 to 8) 120 to 220
(1-1t12 to 1/8) (3/0 to 6/0)

Belt Backilng E (paper) E (paper)
X (cloth) X (cloth)

Coatin, Texture Closed Closed

Bond Resin Resin

Spotting Roughing Finishing(bh_

Grinding Variables

("lit sizc'(c) 40 to 80 80 120 to 220
(1-1/2 to 1/8) (3/0 to 6/0)

Speed (fpm) 1000 to 1500 1 5 00(a) to 2200 1 5 0 0(a) to 2200

Feed (psi)(d) -- 120 to 80 120 to 80

Depth of Cut 0. 002 0. 002

Table Speed (fpm) "" 10 10

Gtinding Fluids No Yes Yes

Type Grinding Fluids

For Paper Belts Heavily sulfurized chlorinated oils (flash point: 325 F or
higher)

For Cloth Belts A 10 per cent nitrite amine rust inhibitor - water solution or
a 5 per cent potassium nitrite solution (e)

(Fifteen per cent solutions of trisodium or potassium phosphate
also have been used.)

(a) From RL. fs. 7, S, 13, 6-1, 7,GS.
(b) In finishing operationw with fine grits, a light pressure is required to prevent shelling. A dull

belt (hilt cutting well) oft,.n produces a finer finish than a new, sharp belt of the sai.ie grit.
(c) Fine grits tend to fail by shelling at pressures which coarser grits will easily withstand.
(d) Feed prcssure is inversely proportional to speed.
(e) When using potassium nitride, follow safety precautions described previously.
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When proper techniques are used, however, the cut surfaces
are bright, smooth, and square. Surface finish between 10 and 14
rmicroinch rms can be obtained (Ref. 13).

Machine-Tool Requirements. Rigid setups and abrasive
cutoff machines having wheel heads capable of oscillating and plung-
ing motions are recommended (Refs. 1,3). It is also advisable that
the cutoff machine be equipped with hydraulic feed mechanisms which
can be set to produce any desired cutting rate (Ref. 13).

Cutoff Wheels. The choice of the right combination of
abrasive grit, wheel hardness, and type of bond will do much to
alleviate difficulties. These characteristics are identified for cutoff
wheels in much the same way as shown in Table XXII.

Silicon carbide cutoff wheels are generally used on titanium;
aluminum oxide wheels do not seem to be satisfactory (Ref. 13).
Rubber-bonded, silicon carbide Type 37C and its equivalent seem to
give the best results. The medium grit sizes of 46 and 60 are usu-
ally used.

Wheel grade "L"t, which is the hardest grade in the soft range,
and the "M" grade, which lies in the medium hardness range, are
the most applicable.

Conditions of Setup. The choice of speeds and feeds depend
on the diameter of the work and the mode of cutting (oscillating,
nonoscillating, work rotation). Some combinations which have given
satisfactory results are presented in Table XXVI.

Speed. Speeds from 6800 to 12,000 fpm have been used
successfully in abrasive cutoff operations (Refs. 3,13).

Feeds. Successive overlapping shallow cuts should be
taken in ' ier to keep the work-wheel contact area as small as pos-
sible at all times (Ref. 3). Feeds between 2 and 6 square inches per
minute are used, depending on setup conditions and wheel speed.

Cutting Fluids. A rust-inhibitor type of coolant should
be supplied at the rate of about 20 gallors per minute to the work-
wheel contact area in order to reduce cuting temperatures enough to
avoid heat cracking of the cut surfaces.

82



TABLE XXVI. ABRASIVE SAWING TITANIUM AND TI'ANIUM ALLOYS(a)

Workpiccv Typical Wheel Cutting Whcel
Cross Section, Wheels Diameter, Rate, Speed.

sq in. Uwd(b) inch sq in. /min fpm Cutting Fluid

Up to 3 37C90-NOR-30 10 2 to 3 9,500 Water-base or cambelline
37C60-POR-30 solution (1:50)

3 to 5 37C46-MOR-30 16 2 to 3 9, 500

Up to 5 37C60' -L6R-50 16 3 to 4 12,000 10 per cent nitrite amine
37C601-LIR-50 solution at 20 gal/min

Up to 7 C60-NRW-3 20 2. 5 to 3 7.300 Water-base or cambellinc
C60-NRL solution (1:50)

7 to 80 C60-NRW-3 26 5 to 6 6,800 Water-base or cambelline
C60-NRL solution (1:50)

(a) From Refs. 13, 57,69,70,71.
(b) The "37C" wheels are Norton designations; the "C" wheels are Allison designations.
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The coolant should penetrate to the wheel-work contact area. It
should be applied equally to both sides of the wheel to avoid cracked
cuts and wheel breakage.

Soluble oil coolants can be used, but they have a tendency toward
foaming (Ref. 1). Soluble-oil coolants are available which minimize
the objectionable rubber-wheel odor.

The size of the workpiece influences the choice of cutting tech-
niques. Small stock can be cut without an oscillating head or rotation
of worlk. Bars from I to 3 inches in diameter may require either an
oscillating or a nonoscillating wheel. Both should be tried in order
to determine which is better for the given situation (Refs. 13,57).

Bars larger than 3 inches in diameter usually require rotation
of the work as well as an oscillating wheel. The work should be
rotated slowly, or indexed, so that the wheel can cut toward the
center without cutting too far beyond center (Refs. 13,57).

It may be desirable to stress relieve the workpiece by heat
treatment for I hour at 1000 F after cutting. Whether the treatment
is necessary or not can be checked by inspecting the cut surfaces
with dye or fluorescent penetrants when cracks are suspected.

BAND SAWING

Introduction. Difficulties in band sawing titanium and its
alloys can be minimized by selecting a saw band with the proper saw

pitch, and by using a feeding pressure suited to the work thickness
involved. The combination of band velocity and feed also influences
the economic tool life (Ref. 72).

The roughness on the cut stirface usually ranges 1rom 60 to 200
microinch. Finishes better than 125 microinch rms are obtained
by using higher speeds, lighter feeds, and a fine saw pitch (Ref. 72).

Machine-Tool Requirements. Rigid high-quality band saw
equipment powered with motors providing at least 2 horsepower
should be used (Refs. 4,72). The machines should possess automatic
positive feeding and band-tensioning features (Refs. 4,72). In addi-
tion, they should have a positive-flow, recirculating-type coolant
system.
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Saw Bands. Precision and claw-tooth saw bands are used
for cutting titanium (Ref. 72). The widest and thickest band which
can produce the smallest radius desired on the part should be
selected (Ref. 72). The following band widths will cut the minimum
radii indicated:

Saw Width, Minimum Radii Cut,
inch inch

1/16 Square
3/32 1/16
1/8 1/8
3/16 5/16
1/4 5/8
3/8 1-7/16
1/2 2-1/2

5/8 3-3/4
3/4 5-7/16
1.0 7-1/4

Wider saw bands provide greater stability when the saw is
pretensioned.

Figure 14 illustrates some of the common terms used in describ-
ing sawing operations.

Saw Band Design. Two important design features of a saw
band are the "pitch" or the number of teeth per inch, and the "set"
of the teeth. The selection of the saw pitch for a saw band cutting
titanium depends mainly on the cutting-contact area. If the pitch is
too coarse, the feeding force on each tooth will be excessive. On
the other hand, if the pitch is too fine, the chips will crowd or fill
the gullets. In general, the coarsest pitch consistent with desired
finish should be selected; however, at least two teeth should always
contact the cut (Ref. 72).

The saw set creales clearance to prevent the trailing surfaces of
the band from binding. It determines the kerf and hence the amount
of metal removed. A fine-pitch saw band with a light set usually
gives the best finish, particularly when used with higher band veloci-
ties and low feed rates. This combination also produces a slot (or
kerf) which approaches the over-all saw set dimension (Ref. 72).
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IThe following tabulation gives some data for raker set,

4:• precision-type band saws ,sed for power band sawing titanium.

Pitch Width, Gage, Nominal Set,
Teeth per Inch inch inch inch

4 1 0.035 0.060
6 1 '0. 035 0. 045; 0. 058
8 1 0.035 0. 045; 0. 058

10 1 0.035 0. 045; 0. 058

A right-left raker set combined with the coarsest pitch con-
sistent with the work thickness and the desired finish is usually ade-
quate for most applications (Ref. 72). For some of the stronger
alloys of titanium, better results can be expected from the modified
design shown in Figure 15. First, the extreme tips of the teeth are
ground flat, and then a 4 to 6-degree clearance angle is added to the
stubs. Next, a 90-degree face-cutting angle is ground on each tooth
(Ref. 72). A band of this design can be reground three or four
times, provided it is removed from production before failure occurs
(Ref. 72).

Tool Materials. Saw bands made from high-speed steel
are recommended for sawing titanium. An appropriate heat treat-
ment produces a microstructure which remains strong at elevated
temperatures in a reasonably flexible band (Ref. 72).

Setup Conditions. Hand or gravity-type feeds do not pro-
duce satisfactory results when sawing titanium. Vibration-free
machines with positive mechanical feeds are necessary to prevent
premature band failure (Refs. 4, 72).

Maximum rigidity is favored by using the widest and thickest
band permitted by the band wheel and the radii to be cut. The band
should be pretensioned to approximately 12,000 psi to minimize un-
necessary bending of the saw band in the cut (Refs. 4,72). Guide
inserts should be adjusted to a snug fit to insure accurate cuts and
minimum "lead" (Figure 16). For the same reasons, the band sup-
port arms should be close to the work (Ref. 73).

Cutting Speeds. Band velocity is a critical variable in
sawing titanium. Excessive cutting speeds cause high cutting tem-
peratures and unwanted vibrations (Ref. 72).
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Band velocities used for sawing titanium and its alloys usually
range from 50 to 120 fpm, depending on the alloy, surface finish,
cutting rate, and tool life desired (Refs. 4,72). The following tabu-
lation subdivides this range according to alloy (Ref. 4):

Cutting Speeds,
Titanium Material fem

Commercially pure 85 to 100
Ti-8Man 60 to 70
Ti-4AI-4Mn 35 to 45

Feeds. Feeds in the range of 0. 00002 to 0.00012-inch
per tooth can be used successfully (Refs. 4,72). The smaller feeds

4 give the best tool life, but the heavier feeds increase productivity
and may be more economical (Refs. 4,72). Excessive feeds clog the
teeth with chips before they emerge from the kerf, and reduce
cutting rates.

Feeding forces must be reduced as the saw pitch decreases to
prevent overloading individual teeth. On the other hand, feeding
pressures so light that the teeth do not penetrate the work cause ex-
cessive abrasion and rapid dulling (Ref. 72).

Cutting Rate. The maximum cutting rate in band sawing
is affected mainly by the thickness of the workpiece, the factor con-
trolling the feeds and saw designs which caa be employed. Faster
cutting rates are achieved in sawing solid bars I inch or greater in
thickness (or diameter) since more teeth can be loaded uniformly at
the same time. For thinner sections, the limited number of engaged
teeth requires a reduction in cutting rate to reduce the feed per
tooth. Cutting rates, ordinarily, should not exceed I square inch
per minute. Higher rates may -P'ise inaccurate cutting and can
damage the saw set (Ref. 72). In general, cutting rates are smaller
for band sawing tubing and structural mill shapes than for bars and
plates.

Cutting Fluids. Cutting fluids used in band sawing tita-
nium include soluble oils, sulfurized oils, and chlorinated oils
(Refs. 4,72,73). Fluids flowing forcefully from shroud-like nozzles
will penetrate the kerf and prevent chips from adhering to the tooth
face- and gullets. An atomized spray of soluble oil undec 40 psi of
air pressure also has been used with good results (Ref. 72). Boston
suggests that the latter technique might be preferable if the rubber
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tires on the band-saw wheels are subject to reaction with oil-base
fluids (Ref. 4).

Heavy oxide films will cause problems in band sawing titanium.
In fact, an oxide coating as thin as 0. 001 inch will reduce the life of
new saws drastically (Ref. 72). This trouble can be solved by break-
ing this surface at the line of cut with a used saw blade.

During the sawing operations, the saw band must not skew in the
cut. If the cutting time starts to increase rapidly, the saw band
should be replaced.

Operating condition-, for band sawing titanium sheet, pla.*e, bars,
and tubing are suggested in Tables XXVII to XXXI, inclusive.

TABLE XXVII. RECOMFNDED(a) SPEEDS, FEEDS, AND CUTTING RATFS
FOR BAND SAWING TITANIUM AND ITS ALLOYS(b)

Brinell Band Cutting
!. rdness Speed. Unit Feed, Rate,

Line Titanium Material Number fpm inch/tooth sq in. /mn

I Commercially pure 190-240 50-90 0. 00002 to 0. 00012 0.25 to 0.75
2 Titanium alloys 285-3410 50-110 0. 00000 to 0. 00012 0.50 to 1. 0

(a) Based on 5-inch ro:rnds and a 6-pitch saw.
(b) Cutting fluids include soluble oils, sufurized oils, and chlorinated oils.

TABLE XXVIII. PITCHES OF BAND SAWS RECOMMENDED FOR
SAWING DIFFERENT WORK THICKNESSES

Work Thickness. AlL Ratio(a), Appropriate Pitch,
Line inch inch teeth per inch

1 7/64 to 5/.%2 0. 10 to 0. 15 18
2 5/32 to 3/16 0.15 to 0.28 14
3 I/]G to 3/8 0.28 to 0.375 10
4 3/8 to 1.0 0.375 to 1.0 6
5 1.0 and greater 1.0 and greater 6

(a) A /L rcpresents the ratio "area of cut" to the ' length of the cut". In circular sections,
A /L equals 1/,4 7 of the diameter. Mn square or rectangular sections it equals the cut

thickness.
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TABLE XXIX. RECOMMENDED MODIFICATIONS OF CUTTING RATES
FOR PIPE, TUBING, AND STRUCTURAL SHAPES

Minimum Wall Thickness Fraction of Minimum
Line to be Sawed, inch Cutting Rates

1 Up to 3/16 0.40
2 3/16 to 3/8 0.50
3 3/8 to 5/8 0.60
4 5/8 to 1.0 0.70
5 1.0 inch an 4 over 1.00

TABLE XXX. LINEAR FEEDS WHEN BAND SAWING TITANIUM StIFET OR WIRE

Linear FLeds, inches/minute, for
the Band Velocities Indicated

Unit Feed, 50 60 70 80 90 100 110 120
inch/tooth fpm frm fpm fpm fpm fpin fpm fpm

Saw Pitch 18 teeth/in.
Sheet

Thickness 7/64-5/32 in.
A/L Ratio 0.10-0.15

Wire A/L Ratio 0.10-0.15

0.00002 0.22 0.26 0.30 0.35 0.39 0.43 0.47 0.52
0.00003 0.32 0.39 0.45 0.52 0.58 0.65 0.71 0.78
0.00004 0.43 0.52 0. Co 0.69 0.78 0.86 0.95 1.04
0.00006 0.65 0.78 0.91 1.04 1.17 1.30 1.43 1.55
0.00008 0.86 1.04 1.21 1.38 1.55 1.73 1.90 2.07
0.00010 1.08 1.30 1.51 1.73 1.94 2.16 2.38 2.59
0.00012 1.3 1.55 1.81 2.08 2.33 2.59 2.85 3.11

Saw Pitch 14 teeth/in.

Sheet
Thickness 5/32-2/16 in.

A/L Ratio 0.10-0.28
Wire A/L Ratio 0.10-0.1,5

0.00002 0.17 0.20 0.24 0.27 0.30 0.34 0.37 0.40
0.00003 0.25 0.50 0.35 0.40 0.45 0.50 0.56 0.61
0.00004 0.34 0.40 0.47 0.54 0.60 0.67 0.74 0.81
0.00006 0.50 0.61 0.71 0.81 0.91 1.01 1.11 1.31
0.00008 0.67 0.81 0.94 1.08 1.21 1.34 1.48 1.62
0.00010 0.84 1.01 1.18 1.35 1.51 1.68 1.85 2.02
0.00012 1.01 1.21 1.41 1.61 1.81 2.02 2.22 2.42
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TABLE XXXI. LINEAR FEEDS WHEN BAND SAWING TITANIUM BARS, PLATE, AND ROUNDS

Linear Feeds, inches/minute, fcr
the Band Velocities Indicated

Unit Feed, 50 60 70 80 90 100 110 120
inch/tooth fpm fpn1 fpm fpm fprn fpm fpm fpm

Saw Pitch 10 teeth/in.
Bar and Plate

Thickness 3/16-3/8 in.
A/L Ratio 0.28-0.375

Rounds A /L Ratio 0.28-0.373

0.00002 0.12 0.14 0.17 0.19 0.22 0.24 0.26 0.29
0.00003 0.18 0. 22 0.25 0.29 0.32 0. 36 0.40 0.43
0.00004 0.24 0.29 0.34 0.38 0.43 0.48 0.53 0 58
0. 00006 0.36 0.43 0.50 0.58 0.64 0.72 0.79 0.86
0.00008 0.48 0.58 0.67 0.77 0.86 0.96 1.06 1.15
0. OOulO 0. 30 0.72 0.84 0. 9C 1.08 1.20 1.32 1.44
0.00012 0,72 0.86 1.01 1.15 1.30 1.44 1.58 1.73

Saw Pitch 6 teeth/in.
Bar and Plate

Thickness 3/8 in. and greater
A/L Ratio 0.375 and greater

Rounds A/L Ratio 0.375 and greater

0.00002 0.07 0.09 0.10 0. 12 0.13 0.14 O 16 0.17
0.00003 0.11 0.13 0.15 0.17 0.20 0.22 0.24 0.26
0.00004 0.14 0.17 0.20 0.23 0.26 0.29 0.32 0.35
0.00006 0.22 0.26 0.30 0.35 0.39 0.43 0.48 0.52
0.00008 0.29 0.35 0.40 0.46 0.52 0.58 0.63 0.69
0. 0001C 0.36 0.43 0.50 0.58 0.65 0.72 0.79 0.86
0.00012 0.43 0.52 0.60 0.69 0.78 0.86 0.45 1.04
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ELECTROCHEMICAL MACHINING (ECM)
OF TITANIUM ALLOYS

INTRODUCTION

The need for fabricating or shaping parts from hardened high-
strength and thermal-resistant metals and alloys his created diffi-
cult metal-removal problems and necessitated the development of
new or improved machining methods.

Among some of the novel nonmechanical methods developed for
machining the tough alloys frequently used in rockets, missiles, and
aircraft, etc. , are electrochemical machining or shaping (ECM),
electric discharge machining (EDM), chemical milling, electron-
beam machining, and others. This section of the report will deal
with electrochemical machining, a process which is already being
widely used in industry, with special emphasis on machining or
shaping of titanium alloys.

THE ECM PROCESS

General. Metal removal in £CM is by dissolution of the
workpiece by means of an electrical current passing between the
workpiece (anode) and a shapel tool or tools (cathode) through a suit-
able electrolyte. The rate of metal removal is proportional to the
applied current and is in accordance with Faraday's law.

The high velocities of electro,,te solution flow used in ECM,
together with the close spacing (e. g. , 0. 002 to 0. 035 inch) of the
electrodes, allow the passage of high curreits at relatively low
voltages (e.g. , 3 to 30 volts), thus permitting high rates of metal
removal. For example, current densities of 50 to 1500 amperes per
square inch or more are common for EGM, whereas current densi-
ties of 0. 1 to 2. 0 arrperes per square inch are typical for many elec-
troplating operations. Electrolyte pumping pressures for ECM
operations range from about 10 to 400 psi.

A schematic representation of a drilling operation, which will
iliustrate the workings of the EGM process, is shown in Figure 16.
At the start, the drilling tool is brought to the desired gap distance
(e. g. , 0. 002 to 0. 020 inch) from the titanium-alloy workpiece sur-
face and then the voltage is applied. As the drilling operation pro-
ceeds, the workpiece dissolves aid the drilling tool is advanced to
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maintain a constant machining gap. In the example shown, the elec-
trolyte flows down through the tool and out through the space between
the tool and the workpiece. The tool shown is insulated on the out-
side to minimize side cutting and to produce a hole with straight
sides.

Tool
feed
direction

Cathod3(-)
Insulation tool

Electrolyte flow

Ti anode W+) workpiece
A-51225

FIGURE 16. ECM-DRILLING OPERATION

The general procedure, described above, can be used for
trepanning, die-cavity sinking, and other shaping or contouring op-
erations. For example, three-dimensional cavities can be produced
by ECM using a single-axis movement of the tool electrode which
closely resembles the reverse image of the desired cavity form.
Multiple-hole and irregular-shaped-hole drilling can be accomplished
readily by ECM.

Equipment. A typical general-purpose ECM installation that
can be used for cavity sinking, trepanning, drilling, broaching, con-
touring, etc. , is shown in Figure 17. The ,ower pack is at the right,
while the electrolyte handling and circulating system is at the left.

ECM units with power capacities ranging from about 100
amperes to 10,000 amperes are available commercially. ECM units
having 10,000-ampere capacities are already in operation in indus-
try, and larger units are being planned.
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FIGURE 17. GENERAL PURPOSE ECM.IN-TALLATION

Courtesy of the Ex-Cell-O Corporation

Metal-Removal Rates and Tolerances. Typical metal-
removal rates based on feeds or rate of tool travel for cavity-sinking
or blade -contouring operations are from about 0. 005 inch to 0. 200
inch or more per minute. Penetration rates for drilling operations
are usually higher and range from about 0. 030 to 0. 500 in,,'h or more
per minute. Planing or broaching operations can be carried out at
rates of I to 4 inches or more per minute with removal of about
0. 010 to 0. 050 inch of metal (depth of cut) from the surface.

Penetration rates for titanium and other metals at various cur-
rent densities are shown in Figure 18. These are theoretical rates
based on anodic dissolution efficiencies of 100 per cent. In general,
for most ECM operations, the dissolution efficiencies for most
metals are high and range from about 90 to 100 per cent.

Tolerances in ECM depend upon the type of operation being per-
formed. Hole diameters can be machined to within *10. 001 inch.
Tolerances for other shapes can run from about *10. 002 to about
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*0. 030 inch, depending on configuration and the particulai type of
ECM operation involved.
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FIGURE 18. PENETRATION RATES FOR TITANIUM +

AND OTHER METALS

Rates shown are theoretical for dissolu-
tion in the valence state indicated.

ECM Tooling and Fixturing. The ECM electrode tool(s) are
generally shaped very closely to the reverse image of the shape to be
produced. Detailed information on d'. sign of cathode tools is pro-
prietary and has not been generally disclosed. ECM electrodes are
usually made of stainless steel, copper, brass, or other conductive
and corrosion-resistant materials. Special fixturing is usually
needed to provide good controlled electrolyte flow to the electrodes
and for efficient and accurate ECM operation. Tooling costs for
certain types of ECM operations may be fairly expensive. For that
reason, ECM is generally better suited to production-type work than
to single- or small-lot jobs, unless, of course, the unique capabil-
ities of ECM justify the cost of using the process for machining small
lots of parts of hard-to-machine metals or shapes.
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Electrolytes. The choice of the electrolyte and the chem-
istry and microstructure of the particular titanium alloy being ma-
chined are especially important in determining how effectively ECM
will machine and also the qua ity of the ECM surfaces. Electrolyte
compositions specifically for titanium alloys are of a proprietary
nature and have not been disclosed. Some of these formulations are
based on the use of sodium chloride plus other salts or materials
added to enhance the ability of the electrolyte to give good ECM
cutting performance and surface finishes. Proprietary formulations
for ECM of titanium alloys as well as specific other metals and
alloys are marketed.

Advantages of ECM. Some unique characteristics or ad-
vantages of ECM fo: machining or shaping titanium alloys are:

(1) Stress-free machining

(2) No tool wear

(3) Burr-free machining

(4) No burning or thermal damage to workpieces.

The fact that the tool does not wear, erode, or change during ECM,
means that once a suitable tool is developed, it can be used or reused
indefinitely to produce replicate parts, without any need to compen-
sate for tool wear.

EGM Operating Conditions for Titanium Alloys. As indi-
cated earlier many of the specific data and information on ECM
electrolyte compositions and operating conditions are of a proprie-
tary nature and have not been publicly disclosed. However, some
useful data and information that are available on electrolyte com-
positions and ECM operating conditions for titanium alloys are given
below.

Operating data, from work by Bayer et al. (Ref. 74), on
trepanning of exemplary parts in Ti-8AI-IMo-IV alloy are given in
Table XXXII. Figure 19 shows the blade-like projections trepanned
from rectangular bars of Ti-8A1-lMo-IV alloy and M-252 alloy.
Production of the exemplary parts was carried out to demonstrate
over-all capabilities (tolerances, feed rates, surface roughnesses,
etc. ) of the ECM process. The relatively high roughness values in
certain areas of the Ti-8AI-IMo-IV parts were attributed to ma-
chining at low current densities. It should be kept in mind that the
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TABI E XXXII. RFPRESENTATIVE OPERATING CONDITIONS FOR ECM TREPANNING
01 EXENIPIAR) PARTS OF Ti-t'AI-1Mo-IV ALLOY(a, b)

Opt.,ra ti n, Parainctr Value

Electrolyte Composition Sodium chloride (NaCI)
Electrol'tc Co1CL. itration, Ih/,al 0. 8
ElcctrolytL' Tan1], 'l'lmperat.rm, F 103
Feed Pate, ipm 0.200
Depth of Ram "ravl, in. 4.0
Applied Volta•,t. volts 20.0
Current, Start, amIp lO0
Current, Max, ailip 500
Current, End. amp 460
Elcctrolytv hIlý-t Pressure., Start(c), pASi 20
Electrolyte Inlet Pressurc, End(C), psig 265
Elecirolytc Exit Pressure, Start(c), psig 50
Electrolyte EN it Prcssurm, End(C), psig 0

(a) Data are fro m work by Bayer, Cummings, and Jollis (Rlf. 74) of General Electric Company,
Cincinnati, Ohio, done under Contract No. AF 33(6-7)-•7'-.

(b) Rectangular bars of Ti-7A1-1Wo-IV served as workpieccs for the ECM work. The bars had
a Rockwell C hardness value of 32 to 36.

(c) The electrolyte pressures leveled off after the initial 0. 100 inch of travel at the values
shown at the end of the ram stroke.
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II
btL A-A ~i

"A A B a

21966

Material: Titanium 8-1-1 Material: M-252

Surface Roug;hness, Surface Roughness.
Location microinc:hes(AA ) Location in icroinches(A A)_

Concave, top section 220-280 Concave, top section 10U-12U
Ct~nc ive, root section 220-240 Concave. root section 26-32
Concave. length 22U-260

FIGURE 19. EXEMPLARY PARTS TRLPANNED IN TITANIUM AND NI-2-52 ALLOYS

(See Table 32 for trepanning operating conditions for the
Ti-SA I-1Mo*IV part)

[Courtesy of Gen~eral Electric Comrpany (Ref. 74)]
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surface roughnesses shown in Figure 19 are for exemplary parts
machined with a particular set of operating conditions. They do n.t
necessarily reflect the best surfaces that might be obtained under
different operating conditions.

Compressor blades of Ti-6A1-4V alloys in the as-forged and
ECM-processed conditions are shown in Figure 20 (Ref. 75). Both
sides of the blade were machined simultaneously by ECM with a
metal-removal rate of about 0. 040 inch per minute frohi each side
using a salt-type (NaC1) electrolyte. The ECM surface roughnesses
were 8 to 12 microinches rms.

FIGURE 20. ECM-PROCESSED EXPERIMENTAL
COMPRESSOR BLADES (Ti-6A-4V)

Top: As-forged blade
Bottom: ECM-processed blade

[Courtesy of the Ex-Cell-0 Corpo-
ration (Ref. 75)]

Electrolytic Grinding of Titanium Alloys. Operating data
from a study on the effects of electrolytic grindinj (mechanically
assisted) of Ti-6A1-4V alloys are given in Table XXXIII (Ref. 76).
Metallographic examination showed that the electrolytically ground
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surfaces were satisfactory (i.e., uniform in appearance, free of
pits, intergranular attack, etc. ).

TABLE XXXIII. DATA AND RESULTS OF ELECTROLYTIC

GRINDING OF Ti-6AI-4V ALLOY(a, b)

Operating Parameter Value

Depth of Cut, inch 0.010

Feed Rate, inch/rain 2.0
Applied Voltage, volts 9.0
Current, amp 150
Return Pass(c) Yes
Surface Produced Satisfactory

(a) Data are from Jacobus (Ref. 76). McDonnell Aircraft

Corporation.
(b) The Ti-6AI-4V material was ground in the mill-

annealed condition. Grooves were made in test
plates using an electrolytic grinder equipped with an
A3HC-60-1/2 metal-bonded aluminum oxide wheel.

Full-strength solution of Anocut No. 90 (Anocut
Engineering Co. , Chica),o, Illinois), electrolytic
salts were used.

(c) A rturn pass means feed in one direction and rapid
traverse (14 in. /min) return to the starting point
with current and electrolyte flow.

The term electrolytic grinding (EG) as used in this report refers
to metal removal by a combination of electrochemical action and
mechanical abrasion. Electrolytic grinding might be considered as a
specialized form of electrochemical machining. In EG, a conductive
wheel (cathode) impregnated with abrasive particles is rotated
against the workpiece (anode). Generally about 85 to 95 per cent or
more of the metal removal is by electrochemical action, with
abrasion accounting for the remainder. Because of this, the wheel
pressures in EG are genern-ly much lighter and also electrolytic
wheels generally last 5 to 10 times, or more, longer than conven-
tional wheels. Electrolytes for electrolytic grinding are usually
aqueous solutions of salts such as sodium nitrite, sodium nitrate,
etc. , plus addition agents. Electrolyte formulations aim at providing

good conductivity, good grinding performance, and also at being non-
toxic and noncorrosive to personnel, machines, and surroundings.
Special prourietary formulations are marketed for electrolytic gr.nd-
ing of titanium and most other metals and their alloys.

The favorable results reported in Table XXXIII indicate that ZG
would be especially suitable for grinding titanium-alloy parts, where
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there might be a danger of surface cracks or heat checks being pro-
duced by conventional mechanical grinding. In addition, the pro-
ductio.i of burr-free surfaces, together with the ability to machine
fragile or delicate workpieces like honeycombs are favorable fea-
tures of electrolytic grinding.

COMMENTS ON MECHANICAL PROPERTIES
OF ECM-PROCESSED TITANIUM PARTS

Published data on the mechanical properties of ECM-processed
titanium alloys are scarce. However, a recent DMIC report (Ref.
77) indicated that ECM generally had a neutral effect on mechanical
properties such as yield strength, ultimate tensile strength,
sustained-load strength, ductility, hardness, etc. , for most metals
and alloys, including titanium alloys.

Because metal removal in ECM is by anodic dissolution, the
titanium-alloy workpieces are not subjected to hydrogen discharge,
which occurs at the cathode tool. Thus, there is no danger, in a
properly conducted ECM operation, of loss of ductility or delayed-
fracture of the titanium alloys from hydrogen embrittlement.

This same DMIC report (Ref. 17) further indicated that metals
(including titanium alloys) for which mechanical surface treatments
or cold working increase fatigue strength will appear to be weakened
about 10 to 20 per cent by ECM or elertropolishing. The mechanical-
finishing methods often impart compressive stresses to the metal
surface; this raises fatigue strength. In contrast, ECM or electro-
polishing, by removing stressed layers, leave a stress-free surface
that allows measuring the true fatigue strength of the metal. The
conclusion is that ECM and electropolishing are safe methods to use
for processing metals. Where maximum fatigue strength is im-
portant, use of a post-ECM or postelectropolishing treatment, such
as vapor honing or shot peening, is indicated. These subsequent
mechanical treatments can restore or impart compressive stresses
to the surface, so that ECM or electropolished parts, thus treated,
will exhibit comparable or better fatigue properties than mechanically
finished parts.

Summation Comments. ECM as well as EG, appear to be
promising methods for machining titanium alloys. This is especially
true for operations such as: production of complex shapes or cavi-
ties, blade contouring, multiple-hole drilling, trepanning of round-
or-irregular shaped holes, deburring, broaching, etc. It is expected

101



that ECM soon will be used more extensively for machining titanium-
alloy parts used on advanced aircraft or missiles, especially since
the ECM process is readily adaptable for production work and auto-
mation, and dues not require highly skilled personnel for routine
production operations.

CHEMICAL MILLING

INTRODUCTION

Chemical milling generally refers to the shaping, machining,
fabricating, or blanking of metal parts by controlled chemical dis-
solution with suitable chemical reage cs or etchants. The process
is somewhat similar to the etching procedures that have been used
for decades by photoengi avers, except that the rates and depths of
metal removal are usual'i much greater for chem~cal milling.

Much of the earlier work was carried out on aluminum parts for
the aircraft industry. It was found that chemical milling could save
labor, time, and materials and also provide increased design capa-
bility and flexibility in fabricating r'arts for advanced aircraft and
space missiles and vehicles. During the last 3 or 4 years there has
been an increased amount of intereýst in utilization of chemical mill-
ing for the production of parts of titanium, and of high-strength,
high-temperature metals and alloys. Some of the technical infor-
mation on procedures, solutions, and techniques are of a proprietary
nature, and have not been disclosed. *, **1 ***

Chemical milling is particularly useful for removing metal from
the surface of formed or complex Ci'aped parts, from thin sections,
and from large areas to shallow depths; the weight saving is espe-
cially important in aircraft and space vehicle design. Metal can be
removed from an entire part, or else selective metal removal can be

CCHEM-MILL ii the registered trademark of North American Aviation, Inc., which has granted

Turco Products, Inc., Wilmington, California, the exclusive right to sublicense other firms to use

the CHFM-MILL procesz.
0"Chcm -Size" rcfers to a proprictary -hemical dissolution process developed by Anadite, Inc.,

South Gate, California, for improving the tolerances of as-rolled sheet and plate, and of parts

after forming.

"*"Chem-Tol" refers to the proprietary chemical dissolution proccss developed by the United States

Chemical Milling Corporation, Manhattan Beach, California, for produ -tion of sheet material arid
parts to close toleiances.
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achieved by etching the desired areas while the other areas are pro-
tected by a mask from chemical attack. Tapering, step etching, and
sizing of sheets or plates can be done readily by chemicJl milling.
The amount of metal removed or depth of etch is determined by the
time of immersion in the etching solutions.

Processing Procedures. The chemical-milling processing
procedure consists of four general operations or steps, namely:
(1) cleaning (or surface preparation), (2) masking, (3) chemical etch-
ing or dissolution, (4) rinsing and stripping or removal of the mask.
The masking and etching operations are probably the most critical
for successful chemical-milling work.

Cleaning. Cleaning of titanium-alloy surfaces is usually
done by conventional methods, such as wiping with a solvent-dipped
cloth, vapor degreasing, and alkaline cleaning to remove all dirt and
grease. Where scale, oxidation products, or other foreign material
are firmly atta hed to the surfaces, acid pickling or abrasive clean-
ing might be needed to produce a clean surface. Thorough rinsing
followed by drying completes the cleaning operation. Failure to
properly clean titanium surfaces will cause masking difficulties and
uneven attack of the metal by the etchant solution.

Masking. Masking for titanium alloys involves the applica-
tion of an acid-resistant coating to protect those part areas where no
metal removal is desired. The mask is usually applied by either
dip, spray, or flow-coating techniques. The particular method em-
ployed depends on part size and configuration. Vinyl polymers
(Ref. 78) are frequently used because of their ability to hold up well
against the oxidizing acids, generally used in the titanium etchant
solutions. Multiple coats (three or more) are used to get sufficient
mask thickness and good coverage. The mask coating is usually
cured by baking at about 250 to 300 F for about 1 to 2 hours to im-
prove its adhesion, tensile, and chemical-resistance properties.

Other desirable characteristics of a good mask material are
as follows:

(1) Suitable for accurate pattern transfer on contours and
complex configurations, i.e. , it must maintain straight
lines in the etched design, regardless of its complexity.

(2) Good scribing qualities.
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(3) Ea,;y removal after scribing to present clean sur-
faces for etching, and also good stripping after
etching to yield clean surfaces for possible subse-
quent processing.

The patterns on the masked workpiece are usually applied by
means of templates, followed by scribing and then manual peeling of
the mask from the areas to be etched. Mask patterns can also be
applied to metallic workpieces by silk-screen techniques and by use
of photosensitive resists. These procedures are generally utilized
on jobs where fine detail and shallow cuts are required.

Etching. A good chemical-milling solution should be cap-
able of removing metal at a predetermined and uniform rate, without
adversely affecting dimensional tolerances and the mechanical prop-
erties of the workpiece. Pitting, uneven attack of the workpiece
surface, or production of rough surface finishes, are all detrimental
features of an etchant system.

The more commonly used etchants for chemiLal milling of tita-
nium alloys are aqueous solutions containing (1) hydrofluoric acid;
(2) hydroiluoric acid-nitric acid mixtures; and (3) hydrofluoric acid-
chromic acid mixtures. The exact solution compositions used are
proprietary. In addition to the main components, given above, the
solutions usually contain special additi,,es to enhance their etching
caaracteristics. The presence of dissolved titanium in etchant solu-
tions also helps performance.

Etchant solutions are usually circulated over the workpiece sur-
face in order to promote uniform dissolution. Parts also are
periodically moved, turned, or rotated to achieve uniform metal
over the entire surface. Careful solution-composition control and
temperature control must be maintained in order to obtain uniform
and predictable rates of metal removal.

Typical production tolerances for chemical milling are *0. 002
inches (Ref. 79). To this must be added the actual raw-stock toler-
ance prior to chemical mlling. The following figures can be used
as a guide to dcpth-of-cut limitations for cliermical milling (Ref. 79):

Sheet and plate 0. 500-inch maximum depth/surface
Extrusion 0. 150-inch maximum depth/surface
Forging 0. 250-inch maximum depth/surface.
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Because chemical etching proceeds sideways at about the same rate

as downwards, the minimum widths that can be machined are about

three times the etch depths.

Etching rates for titanium alloys range from about 0. 5 to 5. 0
mils per minute. Typical industrial production rates are about 1.0
to 1.5 mils per minute. A comparison of the performance charac-
teristic of etching systems for milli-ng titanium, ,.luminum, and steel

alloys is given in Table XXXIV (Ref. 80). Typical surface finishes

currently being produced on titanium alloys by chemical milling
range from about 15 to 50 microinches rms.

TABLE XXXIV. COMPARISON OF DATA AND CHARACTERISTICS OF SYSTEMS FOR

CHEKIICAL MILLING ALI.OYS, TITANIUM, ALUMINUM, AND STEEL(a)

Item Titanium Alloys Steels Aluminum Alloys

Principal Reactants Hydrofluoric acid Hydrochloric acid- Sodium hydroxide
nitric acid

Etch Pate, mils/rmin 0.6 to 1.2 0.6 to 1.2 0.8 to 1.2

Optimurn Etch Depth,

inch 0. 125 0. 125 0. 125

Etchant Temperature. F 115 1 5 145 1 5 195 1 5

Exothermic Heat,
Btu/(ft 2 Xmnil) 160 130 95

Averae,? Surface Finish,

microinches rms 40 to 100 60 to 120 80 to 120

(a) Data are from Sanz and Shepherd (Ref. 80).

Rinsing and Stripping. After the parts are completely

etched, they are thoroughly rinsed with water. The mask is then

either stripped by hand or immersed in a solvent tank to soften the

mask and facilitate its removal.

Effects on Mechanical Properties. The general feeling is

that chemical milling (providing good uniform metal dissolution is

achieved; i.e. , no intergranular attack, selective etching, or pitting)

does not adversely affect the mechanical properties of metals. Pub-
lished data on those effects are rather scarce and more such data

are needed.

105



Published results from tensile, compressive, and shear lests

showed that chemical milling had no significant effect on these
mechanical properties for the Ti-6A1-4V alloy (Ref. 80). Chemical
milling also had no significant effect on the tensile properties of

5A1-2. 5Sn titanium alloys (Ref. 80).

Hiner (Ref. 81) showed that chemical milling did not affect the
tensile properties of heat-treated Ti-7A1-4Mo alloy (see Table

XXXV).

TABLE XXX V. TENSILE PROPERTlE, OF CHEMICALLY MIILLED Ti-7AJ-4Mo ALLOY(a, b)

Amount Removed

From Diameter, Yield Strength, Ultimate Tensile Reduction in Area, Elongation,

inch psi Strength, psi per cent per cent in 4 D

Controls 182,000 192,750 30.0 10

0.005 180. 750 191. OO0 31.9 10
0.014 181,500 191,500 34,9 10

0.040 180,500 190,500 31.9 10

(a) Data are from iiincr (Ref. 81).

(b) Longitudinal blank, were cut from Ti-7A]-4Mo forged stock and heat treated to 190, 00o ' psi

ultimate tensile strength. The blanks were then machined into standard 1/4-inch-diameter
tensile specimens. Allowance was madc for removal of various amounts of material by
chemical milling to permit uniform specimens at time of testing.

A Ryan Aeronautical Company report (Ref. 82) gives results of

fatigue tests on 6A1-4V and A-IIOAT (5A1-2. 5Sn) titanium alloys.

Chemically milled specimens, on the average, showed slightly better

fatigue life than the as-received material. On the other hand, 3anz

and Shepherd (Ref. 80) cite fatigue-test (reversed-cantilever bending)

results on 5A1-2. 5Sn alloy (A- Q10AT) sheet indicating that chemical

milling increased the hydrogen content of this alloy and reduced the

fatigue strength slightly. Subsequent vacuum annealing of these parts

reduced the hydrogen to a low level and increased fatigue strength

significantly.

Hydrogen Pickup During Chemical M;lling. Titanium alloys
are susceptible to hydrogen pickup during chemical milling. The

more important factors governing the amount of hydrogen absorbed

are: composition and metallurgical structure of the titanium alloy,

etchant composition, etchant temperature, and etching time. The

amount of hydrogen absorption is related to the amount of beta phase

present in the alloy. Results of various studies on hydrogen pickup

are discussed below.

106



The susceptibility of variots titanium alloys to hydrogen em-
brittlement during chemical milling in an HF-H 2 0 chromic acid bath
was investigated by Jones (Ref. 83). Bath composition was as

follows:

llydroflUoric acid (HF) 23 per cent by volume

Water (1120) 77 per cent by volume

Chromic acid 125 grams/liter

Bath temperature was 140 F, and etch rate was 1.0 mil per minute.
Of the three titanium alloys studied, the beta alloy (Ti-13V-I lCr-3A1)
was most severely embrittled. The alpha-beta alloy (Ti-6A1-4V)
showed some minor embrittlement, whereas the alpha alloy (Ti-5A1-
2. 5Sn) was nut embrittled. Elevated-temperature vacuum treatments
were necessary to restore ductility to the Ti-13V-l1Cr-3A1 alloy.
Because of the minor embrittlement, as shown by bend ductility, no
embrittlement-ielief treatments were evaluated or deemed necessary
for the chemically milled Ti-6AI-4V alloy.

Guerin, Slowiak, and Schneider (Ref. 84) reported that consid-
erable hydrogen pickup was observed in experimental Ti-8AI-IMo-IV
parts chemical milled at an etching rate of 1 mil per side per minute
at a temperature of 180 F. The solution contained hydrofluoric acid,
chromic acid, titanium powder, and dodecyl sulfonic acid. The
hydrogen contents before and after are tabulated below.

Hydrogen Content,
Material PPM

As-received sheet 40

Chemically milled from 0. 040 to 360
0. 030 inch thickness

Chemically milled from 0. 040 to 635
0. 010 inch thickness

The authors indicated that MIL specifications for Ti-8A1-lMo-IV
alloy allow a maximum 150 ppm, so they would automatically reject
these sheets. The large hydrugen pickup was attributed to operation
at the high (180 F) temperature. However, low etching rates of 0. 1
to 0.2 mil per side per minute were obtained when operating at 115 F.
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Further studies to cope with the hydrogen-pickup problem were in
progress at the time the report was written.

Boyd (Ref. 85) has reported the finding of various studies on
hydrogen embrittlement of titanium alloys chemically milled in
hydrotluoric acid-.iitric acid solutions. The hydrogen pickup was
closely related t, the HNO 3 -HF ratio in the bath. One study showed
that by maintaining the HNO 3 concentration above 20 per cent with
2 per cent HF present, Lhe hydrogen pickup could be held to less than
50 ppm for many of the commonly used titanium alloys. However,
other investigators reported contrary or different results.

The CHEM-MILL Design Manual (Ref. 79) reports that hydrogen
embrittlement is not a serious problem when chemically milling the
Ti-8Mn alloy so long as the initial content is kept below 80 ppm and
the part is milled from one side only to a depth not to exceed one-
half of the original thickness. It also indicates that with the ex-
ception of the all beta alloy, Ti-13V-IlCr-3AI, none of the other
alloys of titanium pick up enough hydrogen during chemical milling
to be a problem.

Stearns (Ref. 86) states that with the exception of such beta
alloys as Ti-13V-IlCr-3A1, a properly controlled titanium etchant
has no adverse effects upon the physical properties of the alloy being
milled. Surface finishes are consistently good, falling in the 30 to
40 microinches rms range.

The work discussed above indicates that hydrogen pickup can be
a problem in the chemical milling of certain titanium alloys (espe-
cially all-beta alloys) under certain operating conditions. Additional
research or development worlk is needed to (I) define and understand
the hydrogen pickup problem; (2) minimize hydrogen pickup by devel-
opment of better etchant solutions and operating conditions; and
(3) develop suitable baking or vacuum outgassing procedures for
embrittlem'ýnt relief.

Estimated Processing Costs. Onl the basis of a survey
made by the Defense Metals Information Center fo,' the Air Force in
late 1963, the total costs of chemical milling titanium alloys were
estimated to be three to four times as high as costs for chemical
milling aluminum alloys (Ref. 30). This survey reflects information
and comments obtained from engineers and managers in th• major
aerospace companies and also vendors of chemical-milling services.
The above ratio was based on the removal of an equal volume of
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metal in each case. The ratio would be about 2 to 1 on the basis of
equal weight of metal removed.

Specific costs of chemical milling depend on factors such as
size, depth of metal removed, complexity of part, etc., but examples
of the costs of chemical milling are $5. 35 per pound of aluminum
removed (actual cost) and $11. 25 per pound of titanium removed
(estimated cost). The higher costs for titanium are due primarily to
more expensive etchant solutions, equipment, maintenance, process
control, and inspection.

On the basis of probable development of improved formulas for
etching solutions and better over-all operating procedures for milling
titanium, it was estimated that, within 2 to 3 years, the relative cost
for milling titanium versus aluminum would drop from about 3-4 to 1
to about 2-3 to 1.

REFERENCES

1. Van Voast, J., "Increased Production Reduced Costs Through a
Better Understanding of the Machining Process and Control of
Materials, Tools, and Machines, Volume II", published by
Curtiss-Wright Corporation, Wood-Ridge, New Jersey, for the
U. S. Air Force, Wright-Patterson Air Force Base, on Air
Force Contract No. AF 33(038)-9948, 1951 (RSIC 0184).

2. Colton, R. M. , "Experimental and Production Machining of
Titanium Alloys", ASTME Paper No. SP63-191 presented at the
1962-1963 Creative Manufacturing Seminar of the American
Society of Tool and Manufacturing Engineers, Detroit 38,
Michigan (RSIC 0185).

3. "Manual on Machining and Grinding of Titanium and Titanium
Alloys", TML Report No. 80, August 20, 1957, Defense Metals
Information Center, Battelle Memorial Institute, Columbus,
Ohio, Contract No. AF 18(600)-1375 (RSIC 0186).

4. Boston, 0. W. , et al., "Machining Titanium", Final Report of
Production Engineering Department, University of Michigan on
U. S. Army Contract No. 20-018-ORD-11918, 1955 P
(RSIC 0187).

109



5. "Stud 1 of Machinability Characteristics of Titanium Alloys",
Progress Report of Massachusetts Institute of Technology on
Air Force Contract No. AF 33(600)-31636, 1956 (RSIC 0188).

6. Smith, P. A., "Determination of the Machinability Character-
istics of Titanium and Titanium Alloys", Progress Report of
Massachusetts Institute af Technology on Air Force Contract
No. AF 33(600)-22674, 1953, DDC, AD 17377 (RSIC 0189).

7. Aircraft Designers Handbook for Titanium and Titanium Alloys,
prepared by Battelle Memorial Institute for Office of Supersonic
Transport Development of the Federal Aviation Agency under
Contract No. FA-SS-65-6 (To be published in 1965) (RSIC 0190).

8. "Machining of Titanium Alloys", DMIC Memorandum No. 199,
February 2, 1965, Defense Metals Information Center, Battelle
Memorial Institute, Columbus, Ohio, Contract No. AF 33(615)-
1121 (RSIC 0191).

9. Merchant, M. E. , "Principles of Metal Cutting", Die Casting,
(July-August, 1946) (RSIC 0192).

10. Ernst, Hans, "Physics of Metal Cutting", Lecture for National
Metal Congress of the American Society for Metals at Detroit
on October 17-21, 1938 (RSIC 0193).

11. Principles of Machining, Metals Engineering Institute,
American Society for Metals, Metals Park, Novelty, Ohio (1960)
(RSiC 0194).

12. Ernst, Hans, "Fundamental Aspects of Metal Cutting and

Cutting Fluid Action", Annals of the New York Academy of
Sciences, 53, Article 4, 936-961 (June, 1951) (RSIC 0195).

13. Van Voast, J., "Increased Production, Reduced Costs Through
a Better Understanding of the Machining Process, and Control
of Materials, Tools, and Machines, Volume III", published by
Curtiss-Wright Corporation, Wood-Ridge, New Jersey, fcr the
U. S. Air Force, Wright-Patterson Air Force Base on Air
Force Contract No. 33(038)-9948, 1954 (RSIC 0196).

110



14. Merchant, M. E., "Fundamental Facts on Machining Titanium",
Proceedings of the Titanium Symposium, Metallurgical Advisory
Committee on Titanium, Information Bulletin T5, Watertown
Arsenal, Watertown, Massachusetts, October, 1952 (RSIC 0197).

15. Merchant, M. E. , "Mechanics of the Metal Cutting Process - I
and II", Journal of Applied Physics, 16 (5 and 6), 267-275 and
318-324 (June, 1945) (RSIC 0198).

16. An Evaluation of the Present Understanding of Metal Cutting,
Final Report of ASTE Research Fund, American Society of Tool
and Manufacturing Engineers, Dearborn, Michigan (1959)
(RSIC 0199).

17. Cook, N. H. , "Visual Study of the Machining of Titanium",

Metal Cutting Laboratory, Massachusetts Institute of Technol-
ogy, Contract No. DA-19-020-ORD-2425, 1953 (RSIC 0200).

18. Milling, Drilling, and Tapping the Difficult to Machine Mate-
rials, Metal Cutting Institute, New York, New York (1958)
(RSIC 0201).

19. Halliday, W. M. . "Machining Work-Hardening Ailoy Steels,
Part I", Tooling and Production, 21 (10), 64-66, 108-110
(January, 1956); (11), 87-88, 138-140 (February, 1956)
(RSIC 0202).

20. "Titanium Fire Hazards Explained by Survey", Welding
Engineer, p 66 (November, 1955) (RSIG 0203).

21. Brown, Thomas, "When Titanium Burns", Industry and Wetld-
ing, 28, 64,65 (May, 1955) (RSIC 0204).

22. "Hazards and Safety Precautions in the Fabrication and Use cf
Titanium", TML Report No. 63, January 25, 1957, Defense
Metals Information Center, Battelle Memorial Institute,
Columbus, Ohic, Contract No. AF 18(600)-1375 (RSIC 0205).

23. "History Repeated", Light Metals, 18 (209), 255 (August, 1955)
(RSIC 0206).

24. Nagy, J. , "Explosibility of Titanium Plant Dust", U. S.
Department of the Interior, Bureau of Mines, July 22, 1954
(RSIC 0207).

11 No1w



25. "Metnods of Controlling and Extinguishing Titanium Fires",
DMIC Technical Note, July, 1960, Defense Metals Information
Centerr, Battelle Memorial Institute, Columbus, Ohio
(RSIC 0208).

26. Barksdale, J., Titanium, The Ronald Press Company,
New York (1949), pp 108-110 (RSIC 0209).

27. Deribere, M., "Titanium Compounds and Hygiene", Annales de
Hygiene, 19, 133-137 (1941) (RSIC 0210).

28. Coppa, M., "Pathological Effects of Several New Substances
Used in Modern Industry", Folia Medica (Naples), 31., 468-493
(1948) (RSIC 0211).

29. Leventhal, G. C., "Titanium, A Metal for Surgery", Journal of
Bone and Joint Surgery, 33-A, p 473 (1951) (RSIC 0212).

30. "A Survey of the Comparative Costs of Fabricating Airframe
From Aluminum and From Titanium", DMIC Technical Note,
April 15, 1964, Dcfense Metals Information Center, Battelle
Memorial Institute, Columbus, Ohio, Contract No. AF 33(615)-
1121 (RSIC 0213).

31. Williams, S. S., "Titanium Machining", Convair-San Diego,

General Dynamics Corporation, San Diego, California
(RSIC 0214).

32. "Metal Removal", Special Report of Boeing Airplane Company
on U. S. Air Force Contract No. AF 33(600)-31802 (RSIC 0215).

33. Gunter, J. L. , "Determination of Adaptability of Titanium
Alloys - Volume 3 - Processes and Parts Fabrication", Final
Report AMC-TR-58-7-574, December 1, 1958, of Boeing
Company, Seattle, Washington, on Air Force Contract
No. AF 33(600)-33765, DDC - AD 156058 (RSIC 0216).

34. "Machining Characteristics of High-Strength Thermal Resistant
Materials", Final Technical Report, AMlC-TR-60-7-582, May,
1960, by Metcut Research Associates and Curtiss-Wright
Corporation under U. S. Air Force Contract No. AF 33(600)-
35961 (RSIC 0217).

112



35. A Treatise on Milling and Milling Machines, Third Edition, The
Cincinnati Milling Machine Company, Cincinnati, Ohio (1951)
(RSIC 0218).

36. "Titanium Machining Tcchniques", Bulletin No. 7, Titanium
Metals Corporation of America, New York (RSIC 0219).

37. Phillips, J. , "Cutter Geometry, 8-1-I Titanium", paper p-:e-
sented at the National Aer-inautic and Space Engineering and
Manufa.-turing Meeting of the Society of Automotive Engineers,
October 6, 1964, at Los Angeles, California (Printed by the
Boeing Company) (RSIC 0220).

38. Coughlin, V. L., "How G. E. Works Titanium", American
Machinist, 97, 176-181 (February 16, 1953) (RSIC 0221).

39. "700 SFPM Attained in Cutting Titanium", Metalworking News
(March 8, 1965) (RSIC 0222).

40. Campbell, G. P. , "Milling and Contour Cutting", paper pre-
sented at ASM Titanium Conference, Los Angeles, California,
March 25-29, 1957 (RSIC 0223).

41. Hill, F. S. , "Evaluation of Ceramic Tools for Turning Tita-
nium, Inconel W, and Mild Steel", Report No. 6, February 14,
1957; Aviation Gas Turbine Division, Westinghouse Electric
Corporation (RSIC 0224;.

42. Smith, P. A. , "Determination of the Machinability Character-
istics of Titanium and Titanium Alloys", Progress Report of
Massachusetts Institute of Technology on U. S. Air Force
Contract No. AF 33(600)-22674, 1953, DDC, AD 26556
(RSIC 0225).

43. Campbell, G. P. , and Searle, A., "How to Drill 6A1-4V Tita-
nium Alloy", Mechanical Engineering, pp 1025-1028 (November,
1957) (RSIC 0226).

44. DiGregorio, A. , "Drilling Machines", Paper No. 398, Vol 62,
Book ., American Society of Tool and Manufacturing Engineers
(1962) (RSIC 0227).

1!3



45. Cygen, J. H.., "Drilling and Piercing and Planing of High-
Str•ngth, Thermal Resistant Ferrous and Titanium Sheet",
Report No. MRS 56-197, Convair - San Diego Division, General
Dynamics Corporation (RSIG 0228).

46. Pickrell, A. L., and Kennison, T. , "Assembly Drilling of

6Al.-4V Titanium Alloy Sheet", Preliminary Report XTM R-97,
February, 1956, Boeing Company, Seattle, Washington
(RSIC 0229).

47. Meany, W. J., and Morehouse, D. , "Develop.ng a Fast Method
for Drilling and Tapping Titanium", Light Metal Age, 17 (9, 10),
12-13, 18 (October, 1959) (RSIC 0230).

48. Mathewson, C. , and Janz, F. A. , "Tips on Machining Tita-
nium", American Machinist/Metalworking Manufacturing, 10.5
(14), 83-84 (July.. 1961) (RSIC 0231).

49. Haggerty, W. A. , "The Effect of Driil Symmetry on Perfor-
mance", Paper No. 254, Vol 60, Book 1, American Society of
Tool and Manufacturing Engineers (RSIC 0232).

50. Zlatir., N., "Machining Titanium", Proceedings of the Sym-
posium on Machining and Grinding of Titanium, Watertown
Arsenal, Watertown, Massachusetts, March 31, 1953
(RSIC 0233).

51. Langlois, A., Murphy, J. F., and Green, E. D., "Titanium
Development Program Volume I11", ASD TR 61-7-576, Convair,
Division of the General Dynamics Corporation, San Diego,
California, for the United States Air Force, Wright-Patterson
Air Force Base on Contract No. AF 33(600)-34876, May, 1961
(RSIC 0234).

52. Stewart, I. J. , "Machining Characteristics of Aged Titanium
Alloy 13V-llGr-3A1", Paper No. 505D, presented at the
National Aeronautics Meeting of the Society of Automotiv,.
Engineers, New York, New York, April 3-6, 1962 (RSIC 0235).

53. Cook, Earl, "Tapping Titanium Demands Special Considei-a-
tions", Machinery, pp 176-179 (March 1956) (RSIC 0236).

114



54. Borner, J. , "Investigation-Tapping of Titanium; Evaluation of
Smith and Wiese Electro-Pneumatic Oscillating Tapping Ma-
chine", MRD Report No. 55-20-1, April 13, 1955, Reoublic
Aviation Corporation, Farmingdale, New York (RSIC 0237).

55. "Tapping Titanium Alloys", Metal Industry, 89 (11), p 209
(September, 1956) (RSIC 0238).

56. Gilbert, W. W. , "Reaming cf Ti-75A, and Ti-ISOA With High-
Speed Steel Reamers", Report No. 19 of the University of
Michigia, Engineering Research Institute, Ann Arbor, NMichigan,
for the U. S. Army on Contract No. DA-20-018-ORD-11918,
June, 1(53, AD 28153 (RSIC 0239).

57. Zlatin, N. , "How to Machine 3AI-5Cr Titanium Alloy",
Amnerican Machinist, 99, 117-139 (April 11, 1955) (RSIC 0240).

58. Yang, C. T. , and Shaw, M. C. , '"The Grinding of Titanium
Alloys", Machine Tool Laboratory, Massachusetts Ih.scitute of
Technology, Report for Watertown Arsenal, C(ntract .No.
DA-19-020-ORD-825, April, 1953 (RSIC 0241).

59. "Grinding Titanium", Aircraft Production, 14, 238-239 (July,
1952) (RSIC 0242).

60. Clorite, P. A. , and Reed, E. C., "Influence of Various Grind-
ing C( nditions in Residual Stresses in Titanium", American
Society of Mechanical Engineers, Trans. ASME, 80, Part 1
(1958) (RSIC 0243).

61. Yang, C. T. , and Shaw, M. C. , "The Grinding of Titanium
Alloys", Transactions, American Society of Mechanical
Engineers (July, 1955) (RSIC 0244).

62. Johnson, S. L. , "The Performance ot Coated Abrasives",
Tooling and Production, 23 (10), 87-90 (January, 1958)
(RSIC 0245).

63. Cadwell, D. E., Weisbecker, H. L., and McDonald, W. J.,
"Grinding a Titanium Alloy with Coated Abr- ives", Paper
No. 58-SA-44, presented at the American Society of Mechanical
Engineers Semi-Annual Meeting, Detroit, Michigan, June 15-19,
1958 (RSIC 0246).

115

i.



64. Dyer: H. N. , "How to Grind Titanium with Abrasive Belts",
Tooling and Production, 21 (12), 160 (March, 1956) (RSIC 0247).

65. Seward, W. K. , "Contact Wheels for Abrasive Belts", American
Machinist/Metalworking Manufacturing, 107 (9), 63-65
(April 29, 1963); (10), 137-139 (May 13, 1963) (RSIC 0248).

66. Seward, W. K., "Grinding and Polishing with Abrasive Belts",
Metals Progress, pp 95-100, 96-B (September 1959)
(RSIC 0249).

67. Buhler, T. C., "The Machining and Grinding of Titanium Hydro-
foils", R-130 of the Miami Shipbuilding Corporation, Miami,
Florida, for the United States Navy, Bureau of Ships on Contract

No. NObs 72245 (RSIC 0250).

68. Belt Grinding of Titanium Sheet and Plate, DMIC Memorandum
No. 11, March 15, 1959, Defense Metals Information Center,
Battelle Memorial Institute, Columbus, Ohio, Contract
No. AF 18(600)-1375 (RSIC 0251).

69. Tarasov, L. P., "How to Grind Titanium", American Machinist,
96 (November, 1952) (RSIC 0252).

70. Private Communication from Norton Company to the Titanium
Metallurgical Laboratory (RSIC 0253).

71. Rem-Cru Titanium Review, Rem-Cru Titanium, Inc. January,
1955 (Now Reactive Metals, Inc. ) (RSIC 0254).

72. Bandsawing of Titanium and Titanium Alloys, DMIC Memo-
randum No. 23, July 1, 1959, Defense Metals Information
Center, Battelle Memorial Institute, Columbus, Ohio, Contract
No. AF 18(600)-1375 (RSIC 0255).

73. "How to Saw Titanium", Steel, p 100 (Otober 8, 1956)
(RSIC 0256).

74. Bayer, J., Cummings, M. A. , and Jollis, A. U. , "Final Report
on Electrolytic Machining Development", ML-TDR-64-313,
Air Force Contract No. AF 33(657)-8794, General Electric
Company, Cincinnati, Ohio, September, 1964 (RSIC 0257).

75. Personal communication to the author from Ex-Cell-O Corpora-
tion, Lima, Ohio (RSIC 0258).

116



76. Jacobus, H-I. W. , "Surface Effects of Electrolytic MachininE',
Report No. A243, Air Force Contract No. AF 33(057)-11215,

McDonnell Aircraft Corporation, St. Louis, Missouri,
December 11, 1963 (RSIC 0259).

77. Gurklis, J. A. , "Metal Removal by Electrochemical Methods

and Its Effects on Mechanical Properties of Metals", DMIC
Report No. 213 (January 7, 1965), Defense Metals Information

Center, Battelle Memorial Institute, Columbus, Ohio

(RSIG 0260).

78. Deutsch, Henry M., "Maskants for Chemical Milling", Mate-

rials in Design Engineering, pp 128-130, 241 (May, 1961)

(RSIC 0261).

79. The CHEM-MILL Design Manual, The Chem-Mill and Coatings
Division, Turco Products, Inc., Wilmington, Cal'fornia
(February, 1961), 21 pp (RSIC 0262).

80. Sanz, M. C., and Shepherd, C. C., "Chem-Mill Process High-

Temperature Alloys", SAE Aircraft Production Forum, Metal

Removal - High-Temperature Materials Panel, Los Angeles,
1958 (RSIC 0263).

81. Hiner, J. M. , "The Effect of Chemical Milling on Tensile
Ductility of Heat Treated 7A1-4Mo Titanium Alloy", l'ienasco

Manufacturing Co. , Burbank, California, Report No. A-433,

October 26, 1961 (RSIC 0264).

82. Adams, D. S., and Cattrell, W. M. , "Development of Manu-
facturing Techniques and Processes for Titanium Alloys", Ryan
Aeronautical Co., Report No. G-17-93, April 24, 1957
(RSIC 0265).

83. Jones, R. L., "The Susceptibility of Materials to Hydrogen
Embrittlement from Chemical Milling Operations", Convair

(Astronautics) Division, General Dynamics Corporation, Report
No. MRG-219, March 16, 1961 (RSIC 0266).

84. Guerin, Roland L. , Slomiak, S. , Schncider, S., "8-1-1
Titanium Alloy - Machining - Assembly - Fastening", Mate-
rials and Manufacturing Techniques for Supersonic Aircraft,

SAE National Aeronautics and Space Engineering and Space
Meeting, Los Ang-"es, California, October 5-9, 1964

(RSIC 0267).

117



85. Boyd, Waiter K. , "Memorandum on The Chemical Milling of
Titanium", Titanium Metallurgical Laboratory, Battelle
Memorial Institute, January 17, 1958 (RSIC 0268).

86. Stearns, L. B. , "Chemical Milling - Solution to Producibility
Problems in Temperature Resistant Air Frame Structures",
ASTME Tech. Paper No. 315 (1960) (RSIC 0269).

87. Machining Data, Ordnance Corps Pamphlet No. ORDP 40-1,
July 1961, Ordnance Corps, U. S. Army (RSIC 0780).

88. Maranchik, J., "Machining Data For Titanium Alloys", Report

No. AFMDC 65-1, August 1, 1965, by Air Force Machinability
Data Center, Cincinnati, Ohio, under U. S. Air Force Contract
AF 33(615)-2161 (RSIC 0781).

118



APPROVAL NASA TM X-53312

MACHINING AND GRINDING OF I'ITANIUM AND ITS A.,LOYS

By C. T. Olofson, F. W. Boulger, and J. A. Gurklis

The information in this report has been reviewed for security
classification. Review of any information concerning Department of
Defense or Atotriic Energy Commission programs has been made by
the MSFC Security Classification Officer. This report, in its
entirety, has been determined to be unclassified.

This document has also been reviewed and approved for technical
accuracy.

W. A. WILSON
Chie', Methods Development Branch

J. P. ORR
Chief, Manufacturing Research and
Technology Division

W U RIN E R R. KUERS
Dire Ator, Manufacturing Engineering

Laboratory

119


